
Handheld Units
Fishfinders
Fixed GPS

Chartplotters
Radar

Trac-Pacs & Other
Cartography

MARINE AND OUTDOOR





Fishfinders
Now you can see fish more clearly.



Fishfinder 90

Standard configuration includes: 
• Fishfinder 90 unit
• Transom mount transducer w/integrated power cable
• Mounting bracket with tilt
• Owner’s manual and Quick reference guide
• PORTABLE configuration also includes: 

• portable carry case 
• transducer suction cup mount. 

Part Number  UPC 
Units per 

case 
RRP (€) 

010-00459-00 753759052003 4 € 139

010-00459-04 753759057589 4 € 139

010-00459-05 753759057596 4 € 139

010-00459-06 753759057602 4 € 139

010-00459-07 753759057619 4 € 139

010-00459-08 753759057626 4 € 139

010-00459-09 753759080228 6 € 159

Designed for the entry-level consumer, the Fishfinder 90 features a four-inch diagonal 128 x 64 pixel, black-and-white 
FSTN display. Garmin now offers Ultrascroll™ which allows boaters to get a much faster refresh rate on their sonar display.
The Fishfinder 90 also provides Dual beam for improved performance in shallow water, as little as a foot deep, that 
makes it easier to determine depth, structure and fish targets.AutoGain, as well as user adjustable gain, is also standard 
on all of Garmin’s new fishfinders. The Fishfinder 90 has a maximum depth of 600ft (182m) and a power output of 100W (RMS), 
800W (peak to peak).
 

010-10440-00 753759042622 Marine swivel mounting bracket (replacement) 18,45       

-           

-           

010-10435-00 753759042479 Transducer 200KHz, 20deg, plastic, transom/trolling motor mount,depth, temp (replacement) 87,33       

Fishfinder 90 PORTABLE, with Dual Beam Transducer                           
(English, Greek (Greek characters)) 

Fishfinder 90, with Dual Beam Transducer, East Europe                         
(English,Croatian, Hungarian, Polish, Czech, Turkish) 

Fishfinder 90, with Dual Beam Transducer, Russia                                      
(English, Russian (Cyrillic alphabet))

Fishfinder 90, with Dual Beam Transducer, Greece                                      
(English, Greek (Greek characters))

 PRICE LIST

Transducers 

Product Description

Accessories 

Bracket Mounts 

Fishfinder 90, with Dual Beam Transducer, West Europe 1                    
(English, Spanish, French, Portuguese) 

Fishfinder 90, with Dual Beam Transducer, West Europe 2                    
(English, Italian, German, French, Dutch) 

Description 

Fishfinder 90, with Dual Beam Transducer, Nordics                                     
(English, Danish, Swedish, Norwegian, Finnish) 
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Fishfinder 140

Standard configuration includes: 
• Fishfinder 140C unit
• Transom mount transducer with integrated power cable
• Mounting bracket with tilt/swivel
• Owner’s manual and Quick reference guide. 
• PORTABLE configuration also includes: 

• portable carry case 
• transducer suction cup mount. 

Part Number  UPC 
Units per 

case 
RRP (€) 

010-00460-00 753759052218 4 € 159

010-00460-04 753759057633 4 € 159

010-00460-05 753759057640 4 € 159

010-00460-06 753759057657 4 € 159

010-00460-07 753759057664 4 € 159

010-00460-08 753759057671 4 € 159

Designed for the value-minded boater, the Fishfinder 140 features a 4.7-inch diagonal, 240 x 128 pixel, four-level grayscale 
FSTN display. Garmin now offers Ultrascroll™ which allows boaters to get a much faster refresh rate on their sonar display. 
The Fishfinder 140 also provides dual beam for improved performance in shallow water, as little as a foot deep, which makes 
it easier to determine depth, structure, and fish targets. AutoGain and user adjustable gain are also standard.
The Fishfinder 140 has a maximum depth of 600ft (182m).  The dual beam transducer has a user-selectable narrow (14°) or 
wide (45°) view to see more fish in shallow water.

010-10440-01 753759044749 Marine swivel mounting bracket (replacement) 18,45       

010-10447-01 753759043353 Flush mount kit 30,73       

-           

-           

010-10435-00 753759042479 Transducer 200KHz, 20deg, plastic, transom/trolling motor mount,depth, temp (replacement) 87,33       

-           

-           

010-10254-00 753759023775 Portable carrying case (includes: 010-10253-00 and eight D cell battery holder) 70,41       

010-10437-00 753759042585 Protective cover 17,83       

010-10208-00 753759015695 Vehicle power cable 35,66       

Other 

Fishfinder 140, with Dual Beam Transducer, Nordics                                   
(English, Danish, Swedish, Norwegian, Finnish) 

Fishfinder 140, with Dual Beam Transducer, East Europe                           
(English,Croatian, Hungarian, Polish, Czech, Turkish) 

Fishfinder 140, with Dual Beam Transducer, Russia                                    
(English, Russian (Cyrillic alphabet))

Fishfinder 140, with Dual Beam Transducer, Greece                                    
(English, Greek (Greek characters))

Accessories

Bracket Mounts 

Product Description

Transducers 

 PRICE LIST

Description 

Fishfinder 140, with Dual Beam Transducer, West Europe 1                       
(English, Spanish, French, Portuguese) 

Fishfinder 140, with Dual Beam Transducer, West Europe 2                       
(English, Italian, German, French, Dutch) 
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Fishfinder 160C

Standard configuration includes: 
• Fishfinder 160C unit
• Transom mount transducer with integrated power cable
• Mounting bracket with tilt/swivel
• Owner’s manual and Quick reference guide
• PORTABLE configuration also includes: 

• portable carry case • transducer suction cup mount. 

Part Number  UPC 
Units per 

case 
RRP (€) 

010-00403-00 753759047948 4 € 279

010-00403-04 753759057688 4 € 279

010-00403-05 753759057695 4 € 279

010-00403-06 753759057701 4 € 279

010-00403-07 753759057718 4 € 279

010-00403-08 753759057725 4 € 279

Designed for utility and affordability, the Fishfinder 160C primarily targets inland boaters. The Fishfinder 160C features a sunlight
readable 4.5-inch diagonal, 128 x 128 pixel, 16-colour CSTN display. Garmin now offers Ultrascroll™ which allows boaters to get 
a much faster refresh rate on their sonar display. The Fishfinder 160C also provides dual beam for improved performance in 
shallow water, as little as a foot deep, that makes it easier to determine depth, structure, and fish targets. 
The Fishfinder 160 has a maximum depth of 900ft (274m).  The dual beam transducer has a user-selectable narrow (14°) or 
wide (45°) view to see more fish in shallow water.

010-10440-01 753759044749 Marine swivel mounting bracket (replacement) 18,45        

010-10447-01 753759043353 Flush mount kit 30,73        

-           

-           

010-10145-01 753759058128 Power/data cable (bare wires) 28,67        

010-10208-00 753759015695 Vehicle power cable 35,66        

010-10210-00 753759015718 Retrofit adapter cable 35,66        

-           

-           

010-10249-00 753759023720 200KHz, 45/15deg, plastic, transom mount, depth, temp (replacement) 87,33        

010-10251-00 753759023744 Trolling motor transducer adapter 12,49        

010-10365-00 753759036140 Plastic, thru-hull mount, temp & speed sensor w/ Y connector for depth xdcr 201,29      

010-10225-00 753759016982 Temperature probe 80,51        

010-10279-01 753759028190 Speed Sensor (Y cable) - Transom mount (replacement of 010-10252-00) 93,92        

010-10253-00 753759023768 Suction cup transducer adapter 10,92        

010-10715-00 753759052737 10 ft. Extension cable for transducers, w/ID 62,47        

010-10716-00 753759052720 20 ft. Extension cable for transducers, w/ID 85,97        

-           

-           

010-10437-00 753759042585 Protective cover 17,83        

010-10254-00 753759023775 Portable carrying case (includes: 010-10253-00 and eight D cell battery holder) 70,41        

Product Description

Cables

Other 

Replacement Transducer & Accessories

Accessories

Bracket Mounts 

 PRICE LIST

Description 

Fishfinder 160C with Dual Beam Transducer, Greece                                  
(English, Greek (Greek characters))

Fishfinder 160C with Dual Beam Transducer, West Europe 1                     
(English, Spanish, French, Portuguese)

Fishfinder 160C with Dual Beam Transducer, West Europe 2                     
(English, Italian, German, French, Dutch)

Fishfinder 160C with Dual Beam Transducer, Nordics                                 
(English, Danish, Swedish, Norwegian, Finnish) 

Fishfinder 160C with Dual Beam Transducer, East Europe                         
(English,Croatian, Hungarian, Polish, Czech, Turkish) 

Fishfinder 160C with Dual Beam Transducer, Russia                                   
(English, Russian (Cyrillic alphabet))
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Fishfinder 300C

Standard configuration includes: 
• Fishfinder 300C unit
• Transom/trolling mount transducer (dual beam)
• Power Cable (6 ft.)
• Bail mounting bracket 
• Flush mount hardware
• Quick start manual

Part Number  UPC 
Units per 

case 
RRP (€) 

010-00682-01 753759075910 4 € 279

English, Bulgarian, Croatian, Czech, Danish, Dutch, Finnish, French, German, Greek, Hungarian, Italian, Latvian, Lithuanian,
Norwegian, Polish, Portuguese, Romanian, Russian, Spanish, Swedish and Turkish

For recreational anglers who want a high quality, full-featured color Fishfinder at an affordable price, this great-looking Garmin unit 
is the answer. Featuring a crisp, sunlight-viewable 3.5-inch QVGA display, the 300C packs a lot of performance into a surprisingly 
compact format. Like all Garmin Fishfinders, the 300C is rugged, waterproof and able to withstand the elements. 
It has the power to look deep – down to 900 feet (274m) - and its dual-beam transducer offers wide-angle coverage, so it can scan 
beyond the sides of your boat to target more fish, even in shallow water. There’s UltraScroll™ technology for screen updates at 
live-action speeds. And the new streamlined user interface makes it easy to select modes and features – so you can focus more 
on fishing, and less on operating your fishfinder.

010-11004-00 753759077105 Bail mount bracket (replacement) 25,83        

010-11069-00 753759078034 Flush mount gasket (replacement) 23,38        

-            

-            

010-10918-00 753759067427 Power/Data/Xdcr Cable, 19-pin 30,62        

-            

-            

010-10249-00 753759023720 200KHz, 45/15deg, plastic, transom mount, depth, temp (replacement) 87,33        

010-10365-00 753759036140 Plastic, thru-hull mount, temp & speed sensor w/ Y connector for depth xdcr 201,29      

010-10225-00 753759016982 Temperature probe 80,51        

010-10279-01 753759028190 Speed Sensor (Y cable) - Transom mount (replacement of 010-10252-00) 93,92        

010-10715-00 753759052737 10 ft. Extension cable for transducers, w/ID 62,47        

010-10716-00 753759052720 20 ft. Extension cable for transducers, w/ID 85,97        

-            

-            

010-11005-00 753759077112 Protective cover 12,31        

010-11068-00 753759078027 Top & bottom snap covers (replacement) 8,62          

Other 

Product Description

Accessories

Mounts

Replacement Transducer & Accessories

 PRICE LIST

Description 

Languages

Cables

Fishfinder 300C, WW, Dual Beam Colour Sonar 
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Fishfinder 400C

Standard configuration includes: 
• Fishfinder 400C unit 
• Protective front cover
• Transom/trolling mount transducer (depending on the below configuration)
• Power/data cable
• Marine swivel/tilt mount
• Quick reference guide
 

Part Number  UPC 
Units per 

case 
RRP (€) 

010-00510-03 753759063825 6 € 339

010-00510-05 753759063849 6 € 399

English, Bulgarian, Croatian, Czech, Danish, Dutch, Finnish, French, German, Greek, Hungarian, Italian, Latvian, Lithuanian,

Norwegian, Polish, Portuguese, Romanian, Russian, Spanish, Swedish and Turkish

With this sleek Fishfinder 400C, you’ll spot the big ones easily on the crisp, ultra-bright 4” QVGA colour display. 
A choice of dual frequency or dual beam transducers makes this a good choice for both freshwater and saltwater fishing.
In the offshore setup, you’ll get a true A-scope display for instantaneous sonar data. When configured for inland use (dual beam), 
a round flasher viewing option is provided. 
The 400 watt RMS dual beam version offers a wide fish-finding cone and reaches depths to 900 feet, while the 500 watt 
RMS dual frequency setup can go as deep as 1,500 feet (454m). 

30,73        

35,66        

-           

-           

010-10918-00 753759067427 Power/Data/Xdcr Cable, 19-pin 30,65        

-           

-           

010-10249-00 753759023720 200KHz, 45/15deg, plastic, transom mount, depth, temp (replacement -05) 87,33        

010-10272-00 753759028206 200/50KHz, 10/40deg, plastic, transom mount, depth, temp (replacement -04) 86,51        

010-10365-00 753759036140 Plastic, thru-hull mount, temp & speed sensor w/ Y connector for depth xdcr 201,29      

010-10225-00 753759016982 Temperature probe 80,51        

010-10279-01 753759028190 Speed Sensor (Y cable) - Transom mount (replacement of 010-10252-00) 93,92        

010-10715-00 753759052737 10 ft. Extension cable for transducers, w/ID 62,47        

010-10716-00 753759052720 20 ft. Extension cable for transducers, w/ID 85,97        

-           

-           

010-10742-00 753759054342 CANet interconnect kit 51,14        

010-10817-02 753759067663 Weather Cap, NMEA0183 Cable 2,48          

010-10911-00 753759067595 Protective Cover (Replacement) 12,31        

 PRICE LIST

Description 

Fishfinder 400C without transducer

Bracket Mounts 

Languages

Other 

Fishfinder 400C, with Dual Frequency transducer

Product Description

Replacement Transducer & Accessories

Accessories
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Fixed GPS
Gives navigators more than just a handheld.



GPS 152

Standard configuration includes: 
• Flush Mount fixed unit with external antenna
• Built-in International Database with lights and buoys
• Mounting bracket
• Unit cover
• Power/Data Cable
• Owner’s manual and Quick reference guide 

Part Number  UPC 
Units per 

case 
RRP (€) 

• Display size: 7.6 cm x 12.1 cm FSTN with adjustable backlighting • 500 waypoints 

German, French, Italian, Spanish, Portuguese, Swedish, Danish, Norwegian, Dutch & Finnish 

With the GPS 152 onboard, you can head out for a day on the water knowing that you will easily find your way back. 
The 12-channel GPS features a horizontal display and simple keypad layout, leaving you with maximum viewing area. 
Thanks to its four-level grayscale screen with adjustable backlighting, you’ll be able to view your position in all lighting 
conditions. The GPS 152 comes loaded with an International Database with lights and buoys. 
  

010-10275-01 753759026370 EURO A/C,PC adapter 7pin 78,27       

-           

-           

010-00174-03 753759054557 73,81       

010-00872-00 753759100025 GA 30 remote marine antenna            NEW! 81,78       

46,12       

-           

010-10062-00 753759006495 GA 26/27 series flange antenna mount 21,70       

010-10139-00 753759006655 GA 26/27 series antenna suction cup mount (replacement) 21,70       

010-10152-00 753759006846 8 ft. extension cable for GA 26 series antenna 46,85       

011-00153-00 GA 26/27 Series magnetic mount (replacement)  - Available while stocks last 12,31       

010-10265-01 753759040819 Bail mount antenna bracket 70,44       

010-10701-00 753759053079 GA 25 BNC low profile remote GPS antenna (integ. magnetic mount, 9.5ft cable, BNC connector) 38,74       

010-10871-00 753759064853 GA 25 External antenna suction cup mount 14,08       

-           

-           

010-10196-00 753759009809 2nd Mounting station (gimbal mounting bracket and power/data cable) 42,43       

-           

-           

010-10083-00 753759001087 Power/data cable (bare wires) 28,67       

010-10150-00 753759006839 PC interface cable 46,85       

010-10077-00 753759000739 Cigarette lighter adapter - DISCONTINUED - Replacement TBD 28,67       

010-10310-00 753759031497 USB to RS232 converter cable (requires applicable unit PC interface cable) 73,81       

-           

-           

010-10269-00 753759025229 Protective cover 17,83       

GA 29 remote marine antenna  - Available while stocks last

Description 

GPS 152 System with internal quad helix antenna loaded with 
International database of lights & buoys 

GPS 152 System with GA 29 low profile remote marine antenna loaded 
with International database of lights & buoys 

Other 

Cables 

010-00227-30 753759042653

Product Description

Features

Languages

10

 PRICE LIST

€ 279

€ 295

Bracket Mounts 

Accessories

A/C Adapters 

Antennas 

10753759028176010-00227-20

010-10052-04
GA 26C low-profile remote automobile antenna (magnetic and suction mounts with 
8 ft. cable and BNC connector) 

753759023010
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Fixed Chartplotters and Radar
Highly accurate to keep you on course.



The list below includes accessories for NMEA 0183 & 2000 and Marine Network-compatible products.
Bring it all together with the Garmin Marine Network.  This plug-and-play waterproof network connects 
MFDs, sonar, radar, communications and weather to give you the right information in the right places.  

Part Number UPC Description Dist. (€)

010-10817-01 753759067656 Weather Cap, NMEA 2000 Cable 2,45            
010-10817-02 753759067663 Weather Cap, NMEA0183 Cable 2,45            
010-10817-03 753759067670 Weather Cap, Power/data cable 2,45            
010-10817-04 753759067687 Weather Cap, Network Cable 4,43            
010-00351-00 753759045524 GMS 10 Network Port Expander (Network Device) 398,37        
010-10548-00 753759046163 Audio/Video cable 46,74          
010-10550-00 753759046125 6ft Marine network cable, RJ45 35,58          
010-10551-00 753759046132 20ft Marine network cable, RJ45 51,17          
010-10552-00 753759046149 40ft Marine network cable, RJ45 72,01          
010-10562-00 753759046323 Cable grommet 3,07            
010-10580-00 753759047443 Cable coupler, marine network 47,86          
010-10603-00 753759048365 Marine network cable connector RJ45, 2-pack 13,43          
010-10603-01 753759049942 Marine network cable connector RJ45, 20-pack 121,79        
010-10647-01 753759049966 500ft Bulk, Marine network cable, RJ45 249,03        
010-10742-00 753759054342 CAN kit, includes 40ft cable, splice & terminators 51,14          
010-10922-00 753759067458 Power Cable, 2 wire (Replacement) 43,05          
010-10923-01 753759067472 NMEA 0183 cable, 19 wire (Replacement) 36,91          
010-11074-00 753759078089 7-pin power cable 28,28          
010-11075-00 753759078096 NMEA 2000 to CANet adapter cable 19,01          
010-11076-00 753759078102 NMEA 2000 backbone/drop cable (2m) 30,76          
010-11076-01 753759078119 NMEA 2000 backbone cable (6m) 36,91          
010-11076-02 753759078126 NMEA 2000 backbone cable (10m) 43,08          
010-11076-03 753759078447 NMEA 2000 Backbone cable 1ft 22,76          
010-11078-00 753759078140 NMEA 2000 tee contector 24,59          
010-11079-00 753759078157 NMEA 2000 power cable 22,76          
010-11080-00 753759078164 NMEA 2000 terminator, male 12,31          
010-11081-00 753759078171 NMEA 2000 terminator, female 12,31          
010-11087-00 753759078256 Power cable, right angle 4xxx/5xxx 43,05          
010-11088-00 753759078263 NMEA 0183 cable, right angle 61,50          
010-11089-00 753759078270 NMEA 2000 cable, right angle 30,76          
010-11090-00 753759078287 Split connector, RJ 45 plug, right angle 72,04          
010-11090-01 753759079604 Split connector, RJ 45 plug, right angle, 6ft 35,58          
010-11090-02 753759079611 Split connector, RJ 45 plug, right angle, 20ft 51,14          
010-11090-03 753759079628 Split connector, RJ 45 plug, right angle, 50ft 93,50          
010-11091-00 753759078294 Right angle marine A/V cable 44,29          
010-11094-00 753759078362 NMEA 2000 Conn Field-Installable Male 40,24          
010-11095-00 753759078379 NMEA 2000 Conn Field-Installable Female 40,24          
010-11096-00 753759078430 NMEA 2000 inline terminator 19,01          
010-11170-00 753759081348 Removable threaded collar for RJ45 cable 3,57            
010-11170-01 753759095123 Threaded collar, split, 11mm connector 1,83            
010-11171-01 753759094027 30M Cable, replacement 152,55        
K00-00368-00 753759078539 NMEA 2000 Network Switch 36,91          
010-10878-00 753759067694 RF Wireless Remote Control 97,19          
010-10879-00 753759067700 RF Wireless Mouse 97,19          

 PRICE LIST

NMEA & Marine Network Accessories

14



GPSMAP 421 & 421s

Standard configuration includes: 
• GPSMap 421 or 421s unit
• Transom mount transducer (010-00764-01 only)
• Power/data cable
• Mounting bracket with tilt/swivel
• Protective front cover
• Owner's manual and quick reference guide

Part Number  UPC 
Units per 

case 
RRP (€) 

010-00764-00 753759095857 10 € 429

GPSMap 421 Sounder Versions: 

010-00764-01 753759095864 10 € 549

010-00764-02 753759095871 10 € 479

Arabic, Bulgarian, Croatian, Czech, Danish Dutch, English, Farsi, French, German, Greek, Italian, Norwegian, Polish, Portuguese, 
Russian, Spanish, Swedish, Turkish

• Accepts data cards • Ultra-bright 4” diagonal QVGA display, 320 x 240 pixels
• NMEA 2000 certified for seamless integration w/ Garmin marine lineup • Built-in high-sensitivity GPS receiver
• Preloaded worldwide marine basemap • AutoGain technology enhances target visibility
• UltraScroll™ high rep rate sonar • Backlit keypad
• See-Thru technology: shows weak and strong returns simultaneously

010-00174-03 753759054557 73,81        

010-00872-00 753759100025 GA 30 remote marine antenna 81,78        

010-10447-03 753759067397 Watertight Flush Mount Kit 30,73        

010-10920-00 753759067489 Swivel Mount (Replacement) 35,66        

010-10930-00 753759067540 2nd Mounting Station 55,36        

010-10918-00 753759067427 Power/Data/Xdcr Cable, 19-pin, (Replacement) (Sounders Only) 30,62        

010-10917-00 753759067410 Power/Data Cable, 19-pin (Replacement) 28,28        

010-10272-00 753759028206 200/50 KHz, 10/40 deg, plastic, transom mount, depth, temp (replacement 010-00764-01) 86,51        

010-10365-00 753759036140 Plastic, thru-hull mount, temp & speed sensor w/ Y connector for depth xdcr 201,29      

010-10717-00 753759052713 Adapter/Temperature Sensor 80,51        

010-10251-00 753759023744 Trolling motor transducer adapter - Discontinued - Available while stocks last 12,49        

010-10715-00 753759052737 10 ft. Extension cable for transducers, w/ID 62,47        

010-10716-00 753759052720 20 ft. Extension cable for transducers, w/ID 85,97        

010-10279-01 753759028190 Speed Sensor (Y cable) - Transom mount (replacement of 010-10252-00) 93,92        

010-10911-00 753759067595 Protective cover (replacement) 12,31        

Please see NMEA & Network Accessories tab for a complete list of NMEA 2000 accessories

 PRICE LIST

Description 

GPSMap 421

GPSMap 421s, with Dual Frequency transducer

GPSMap 421s, without transducer

Languages

Features

Product Description

Replacement Transducers & Accessories

Other 

These new chartplotters feature an ultra-bright 4” QVGA display along with an improved high-speed digital design for increased map drawing and 
panning speeds. Plus, these waterproof units have a high-sensitivity internal GPS receiver, so mariners will always know their position at sea. 
The chartplotter is ready to go with a built-in, satellite-enhanced worldwide basemap and Garmin’s proven, easy-to-use interface designed to help 
you navigate the open waters with ease. The 421s includes a built-in sounder that can scan as deep as 1,500 feet/ 500 meters (with dual 
frequency transducer) to clearly paint depth contours, fish targets, structure, etc. Both models are compatible with various NMEA 2000 
components, including Garmin’s full lineup of NMEA 2000 marine sensors and autopilots.

Adding BlueChart® g2 Vision® cards allows you to see 3-D views of your surroundings with Mariner’s Eye View and Fish Eye View. The Auto 
Guidance feature in g2 Vision shows the best course to a destination and is compatible with a Garmin GHP™ autopilot.

Accessories

Antennas

Bracket Mounts 

Cables 

GA 29 remote marine antenna  - Available while stocks last
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GPSMAP 521 & 521s

Standard configuration includes: 
• GPSMap 521 or 521s unit
• Transom mount transducer (010-00760-01 only)
• Power/data cable
• Mounting bracket with tilt/swivel
• Protective front cover
• Owner's manual and quick reference guide

Part Number  UPC 
Units per 

case 
RRP (€)

010-00760-00 753759095987 10 € 629

GPSMap 521 Sounder Versions: 

010-00760-01 753759095994 10 € 749

010-00760-02 753759096007 10 € 679

Arabic, Bulgarian, Croatian, Czech, Danish Dutch, English, Farsi, French, German, Greek, Italian, Norwegian, Polish, Portuguese, 
Russian, Spanish, Swedish, Turkish

• Accepts data cards • Ultra-bright 4” diagonal QVGA display, 320 x 240 pixels
• NMEA 2000 certified for seamless integration w/ Garmin marine lineup • Built-in high-sensitivity GPS receiver
• Preloaded worldwide marine basemap • AutoGain technology enhances target visibility
• UltraScroll™ high rep rate sonar • Backlit keypad 
• See-Thru technology: shows weak and strong returns simultaneously

010-00174-03 753759054557 73,81        

010-00872-00 753759100025 GA 30 remote marine antenna 81,78        

010-10447-05 753759067403 Watertight Flush Mount 30,73        

010-10921-00 753759067496 Swivel Mount (Replacement) 35,66        

010-10930-00 753759067540 2nd Mounting Station 55,36        

010-10918-00 753759067427 Power/Data/Xdcr Cable, 19-pin, (Replacement) (Sounders Only) 30,62        

010-10917-00 753759067410 Power/Data Cable, 19-pin (Replacement) 28,28        

010-10272-00 753759028206 200/50 KHz, 10/40 deg, plastic, transom mount, depth, temp (replacement 010-00760-01) 86,51        

010-10717-00 753759052713 Adapter/Temperature Sensor 80,51        

010-10251-00 753759023744 Trolling motor transducer adapter - Discontinued - Available while stocks last 12,49        

010-10715-00 753759052737 10 ft. Extension cable for transducers, w/ID 62,47        

010-10716-00 753759052720 20 ft. Extension cable for transducers, w/ID 85,97        

010-10253-00 753759023768 Suction cup transducer adapter 10,92        

010-10279-01 753759028190 Speed Sensor (Y cable) - Transom mount (replacement of 010-10252-00) 93,92        

010-10912-00 753759067601 Protective Cover 12,31        

Please see NMEA & Network Accessories tab for a complete list of NMEA 2000 accessories

Replacement Transducers & Accessories

Other 

Accessories

Antennas

GPSMap 521s, without transducer

Languages

Features

Cables 

Product Description
These chartplotters feature a large, ultra-bright 5” QVGA display along with an improved high-speed design for increased map drawing and 
panning speeds. Plus, the waterproof units have a high-sensitivity GPS receiver, so mariners will always know their position at sea. The 
chartplotter is ready to go with a built-in, satellite-enhanced worldwide basemap and Garmin’s easy-to-use interface.  The 521s includes a built-in 
sounder that can scan as deep as 500 meters (with dual frequency transducer) to clearly paint depth contours, fish targets, structure, etc. Both 
models are compatible with various NMEA 2000 components, including Garmin’s full lineup of NMEA 2000 marine sensors and autopilots.

Adding BlueChart® g2 Vision® cards allows you to see 3-D views of your surroundings with Mariner’s Eye View and Fish Eye View. The Auto 
Guidance feature in g2 Vision shows the best course to a destination and is compatible with a Garmin GHP™ autopilot.

Bracket Mounts 

GA 29 remote marine antenna  - Available while stocks last

 PRICE LIST

Description 

GPSMap 521

GPSMap 521s, with Dual Frequency transducer

76



 PRICE LIST
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GPSMAP 525 & 525s

Standard configuration includes: 
• GPSMap 525 or 525s unit
• Built-in receiving antenna
• Transom mount transducer (010-00598-01 only)
• Power/data cable
• Crimp connectors
• Mounting bracket with tilt/swivel
• Protective front cover
• Owner's manual and quick reference guide

Part Number  UPC 
Units per 

case 
RRP (€) 

010-00597-00 753759066116 6 € 879

GPSmap Sounder Versions: 

010-00598-00 753759066123 6 € 959

English, Dutch, Finnish, French, German, Italian, Norwegian, Portuguese, Spanish, Swedish, Danish, Greek, Farsi,
Russian, Croatian, Polish & Turkish

• Accepts data cards • CANet compatible

The GPSMap 525 and GPSMap 525s are the units to watch the brightest, sharpest, most colourful graphics you’ve ever 
seen on a 5-inch chartplotter screen. Both feature crisp, sunlight-readable VGA displays driven by high-speed processors. 
They offer exceptional detail, fast redraw rates, and the most realistic photo-enhanced cartography ever seen in its class of 
fixed-mount electronics.  In addition, the 525s model comes with a powerful built-in sonar.

010-00174-03 753759054557
GA 29 
remote

73,81       

010-00872-00 753759100025 GA 30 remote marine antenna 81,78       

Bracket Mounts 

010-10447-05 753759067403 Watertight Flush Mount 30,73       

010-10921-00 753759067496 Swivel Mount (Replacement) 35,66       

010-10930-00 753759067540 2nd Mounting Station 55,36       

Cables 

010-10918-00 753759067427 Power/Data/Xdcr Cable, 19-pin, (Replacement) (Sounders Only) 30,62       

010-10917-00 753759067410 Power/Data Cable, 19-pin (Replacement) 28,28       

Transducers 

010-10272-00 753759028206 200/50 KHz, 10/40 deg, plastic, transom mount, depth, temp  (replacement 010-00598-01) 86,51       

010-10717-00 753759052713 Adapter/Temperature Sensor 80,51       

010-10251-00 753759023744 Trolling motor transducer adapter - Discontinued - Available while stocks last 12,49       

010-10715-00 753759052737 10 ft. Extension cable for transducers, w/ID 62,47       

010-10716-00 753759052720 20 ft. Extension cable for transducers, w/ID 85,97       

010-10279-01 753759028190 Speed Sensor (Y cable) - Transom mount (replacement of 010-10252-00) 93,92       

Other 

010-10912-00 753759067601 Protective Cover 12,31       

Product Description

Accessories

Antennas

 PRICE LIST

GPSMap 525s, without transducer - LIMITED STOCK AVAILABLE

Languages

Features

Description 

GPSMap 525 - AVAILABLE WHILE STOCK LASTS

Discontinued
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GPSMAP 526 & 526s

Standard configuration includes: 
• GPSMap 526 or 526s unit
• Transom mount transducer (010-00772-01 only)
• Power/data cable
• Mounting bracket with tilt/swivel
• Protective front cover
• Owner's manual and quick reference guide

Part Number  UPC 
Units per 

case 
RRP (€) 

010-00772-00 753759096106 10 € 879

GPSMap 526 Sounder Versions: 

010-00772-01 753759096113 10 € 1.029

010-00772-02 753759096120 10 € 959

Arabic, Bulgarian, Croatian, Czech, Danish Dutch, English, Farsi, French, German, Greek, Italian, Norwegian, Polish, Portuguese, 
Russian, Spanish, Swedish, Turkish

• Accepts data cards • Ultra-bright 5” diagonal QVGA display, 640 x 480 pixels
• NMEA 2000 certified for seamless integration w/ Garmin marine lineup • Built-in high-sensitivity GPS receiver
• Preloaded worldwide marine basemap • AutoGain technology enhances target visibility
• UltraScroll™ high rep rate sonar provides lightning-fast screen updates • Backlit keypad
• See-Thru technology: shows weak and strong returns simultaneously

010-00174-03 753759054557 73,81        

010-00872-00 753759100025 GA 30 remote marine antenna 81,78        

010-10447-05 753759067403 Watertight Flush Mount 30,73        

010-10921-00 753759067496 Swivel Mount (Replacement) 35,66        

010-10930-00 753759067540 2nd Mounting Station 55,36        

010-10918-00 753759067427 Power/Data/Xdcr Cable, 19-pin, (Replacement) (Sounders Only) 30,62        

010-10917-00 753759067410 Power/Data Cable, 19-pin (Replacement) 28,28        

010-10272-00 753759028206 200/50 KHz, 10/40 deg, plastic, transom mount, depth, temp (replacement 010-00516-2 30 86,51        

010-10717-00 753759052713 Adapter/Temperature Sensor 80,51        

010-10251-00 753759023744 Trolling motor transducer adapter - Discontinued - Available while stocks last 12,49        

010-10715-00 753759052737 10 ft. Extension cable for transducers, w/ID 62,47        

010-10716-00 753759052720 20 ft. Extension cable for transducers, w/ID 85,97        

010-10253-00 753759023768 Suction cup transducer adapter 10,92        

010-10279-01 753759028190 Speed Sensor (Y cable) - Transom mount (replacement of 010-10252-00) 93,92        

010-10912-00 753759067601 Protective Cover 12,31        

Please see NMEA & Network Accessories tab for a complete list of NMEA 2000 accessories

 PRICE LIST

Description 

GPSMap 526

GPSMap 526s, with Dual Frequency transducer

GPSMap 526s, without transducer

Languages

Features

Product Description

Other 

The brilliant 5” VGA display of the Map 526/526s gives you a sharp, clear picture, and the fast processor makes for smooth panning and screen 
redraws. These waterproof units have a high-sensitivity GPS receiver, so mariners will always know their position at sea. The chartplotters are 
ready to go with a built-in, satellite-enhanced worldwide basemap and Garmin’s easy-to-use interface. The 526s features a powerful digital 
sounder with built-in 1,000-watt RMS capable sonar which can scan for fish, structure or other items of interest lurking as deep as 2,000 feet / 600 
meters (with 1kW transducer). Both models are compatible with various NMEA 2000 components, including Garmin’s full lineup of NMEA 2000 
marine sensors and autopilots

Adding BlueChart® g2 Vision® cards allows you to see 3-D views of your surroundings with Mariner’s Eye View and Fish Eye View. The Auto 
Guidance feature in g2 Vision shows the best course to a destination and is compatible with a Garmin GHP™ autopilot.

Accessories

Antennas

GA 29 remote marine antenna  - Available while stocks last

Bracket Mounts 

Cables 

Replacement Transducers & Accessories
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GPSMAP 620

Standard configuration includes: 
See below.

Part Number  UPC 
Units per 

case 
RRP (€) 

Arabic, Bulgarian, Croatian, Czech, Danish, Dutch, English, Farsi (marine mode only), Finnish, French, German, Greek, Italian, 
Norwegian, Polish, Portuguese, Russian, Spanish, Swedish, Turkish

• Multiple user modes • Removable lithium-ion battery (up to 18 hours depending on usage)
• Accepts data cards • G2 Vision compatible
• Preloaded worldwide satellite basemap and worldwide automotive routable basemap

010-11025-00 753759084851 Marine Mount with power/data cable € 114,02

010-11025-01 753759084868 Automotive mount with vehicle power cable € 114,02

010-11277-00 753759085599 Automotive friction mount € 46,06

010-11389-00 753759098247 Marine flush mount kit € 251,60

010-10440-00 753759042622 Marine swivel mounting bracket € 18,45

010-11025-04 753759084899 AC Adapter € 51,81

010-11421-01 753759098926 External antenna extension cable € 33,45

010-11025-02 753759084875 Protective cover € 16,68

010-11421-00 753759098773 Flush mount protective cover (replacement) € 19,69

010-11025-03 753759084882 Li-ion battery pack € 103,66

010-11273-00 753759085452 Carrying case € 40,30

6

This true land and sea navigator offers the features of the award winning touchscreen GPSMap 5000 series marine chartplotters for marine 
use, and the features of the popular nüvi ®-series for use on the road – all in one easy-to-use device.  Portable and powerful, the GPSMap 620 
features a high-sensitivity GPS receiver and boasts a large, super-bright 5.2” WVGA touchscreen display that reacts as users tap and drag 
through the intuitive user interface.  Out of the box, the GPSMap 620 comes complete with marine mount. It has a preloaded worldwide satellite 
basemap for “view-from-space” depictions of shorelines and other surface features as well as a worldwide automotive routable basemap 
featuring major cities, major interstates and roads.

Cables 

753759098223 10 € 729

GPSMAP 620 Bundle                                                                                                     
Includes: Unit • Flush Mount • Marine mount w/ power/data cable • Unit cover • 
Flush mount protective cover • USB Cable • Flush mounting hardware kit • 
Owner's manual and quick reference guide • Installation Instructions

Other 

Product Description

Accessories

Mounts 

 PRICE LIST

Languages

Features

Description 

€ 699753759083540010-00696-00

010-00696-82

GPSMAP 620                                                                                                         
Includes: Unit • Lithium-ion battery pack • Marine mount w/power/data cable • 
AC Charger • USB Cable • Protective Cover • Owner's manual and quick 
reference guide • Installation Instructions

20



GPSMAP 4008

Standard configuration includes: 
• GPSMap 4008 unit
• Bail mount and knobs
• GPS 17 (flush mount or use included pole mount adapter)
• Protective front cover
• Power cable assembly
• Video cable assembly
• Flush mount hardware
• In-line fuse kit for GPS 17
• Marine grommet kit
• Crimp connectors
• Owner’s manual and quick reference guide

Part Number  UPC 
Units per 

case 
RRP (€) 

010-00591-00 753759066031 3 € 2.199

English, Dutch, Finnish, French, German, Italian, Norwegian, Portuguese, Spanish, Swedish, Danish, Greek, Farsi,
Turkish, Russian & Croatian

• Garmin Marine Network compatible • Accepts data cards

The GPSMAP 4008: the power of networking meets the brilliance of great design. 
The big, bright multifunction display (MFDs) combines video-quality resolution and luminous colour with the latest in sensor 
and data options to serve as your all-in-one “nerve center” for the Garmin Marine Network. 
The MFD offers worldwide satellite imagery and a new simplified user interface on an 8.4” diagonal VGA screen. 
Plug in optional BlueChart g2 Vision cards to add true 3D-view detailed mapping capabilities (both above and below the 
waterline), plus helpful auto guidance, high-resolution photomapping detail, and “real picture” aerial photos of ports, harbors, 
marinas, waterways, navigation landmarks and other points of interest. 

010-10928-00 753759067557 2nd Mounting Station 153,76      

010-10924-00 753759067502 Bail Mount (Replacement) 33,21        

010-11161-00 753759081805 Flush Mount Gasket (Replacement) 2,48          

010-10913-00 753759067618 Protective Cover (Replacement) 17,21        

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

Cables, Connectors & Other

Mounts

 PRICE LIST

Languages

Features

Product Description

Description 

GPSMap 4008 

Accessories
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GPSMAP 4010

Standard configuration includes: 
• GPSMap 4010 unit
• Bail mount and knobs
• Protective front cover
• Power cable assembly
• NMEA 0183 cable
• Video cable assembly
• NMEA 2000 drop cable
• 10m backbone cable
• NMEA 2000 cable, tee & terminator kit
• GPS 17x NMEA 2000 (w/ pole mount, flush mount and under deck mount adapters)
• Flush mount hardware & gasket
• Marine grommet kit
• Owner's manual, quick reference guide and installation instructions

Part Number  UPC 
Units per 

case
RRP (€) 

010-00690-00 753759076030 10 € 2.299

English, Dutch, Finnish, French, German, Italian, Norwegian, Portuguese, Spanish, Swedish, Danish, Greek, Farsi,
Turkish, Russian & Croatian

• Garmin Marine Network compatible • Accepts data cards

The midsize addition to the Garmin 4000 series lineup offers full networking capabilities and alphanumeric keypad access 
in a 10-inch diagonal screen format. Eight vertically placed “soft keys” make onscreen navigation simple. Multiple Garmin 
Marine Network ports enable easy interface with other multifunction displays (MFDs) as well as remote sensors for sonar, 
radar and other capabilities. 
The GPSMAP 4010 comes with built-in worldwide satellite map imagery; for even more visual firepower, add on a g2 Vision card.

010-11065-00 753759077990 2nd Mounting Station 153,76      

010-11064-00 753759077983 Bail Mount 34,45        

010-11066-00 753759078003 Flush Mount Gasket 35,78        

010-11058-00 753759077921 Protective Cover 17,24        

010-11060-00 753759077945 Top & Bottom snap cover 17,24        

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

Cables, Connectors & Other

Description 

GPSMap 4010

 PRICE LIST

Languages

Features

Product Description

Accessories

Mounts
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GPSMAP 4012

Standard configuration includes: 
• GPSMap 4012 unit
• Bail mount and knobs
• GPS 17 (flush mount or use included pole mount adapter)
• Protective front cover
• Power cable assembly
• Video cable assembly
• Flush mount hardware
• In-line fuse kit for GPS 17
• Marine grommet kit
• Crimp connectors
• Owner’s manual and quick reference guide

Part Number  UPC 
Units per 

case
RRP (€) 

010-00592-00 753759066055 2 € 2.649

English, German, Italian, Norwegian, Portuguese, Spanish, Swedish, Danish, Greek, Russian, Croatian, Dutch, Farsi,
Turkish, Finnish & French

• Garmin Marine Network compatible • Accepts data cards

The new GPSMAP 4012: all the features of the GPSMAP 4008 but with a 12.1” XGA “big screen” display and alphanumeric 
keypad for data entry. 
Plug in optional BlueChart® g2 Vision™ SD cards to add true 3D-view detailed mapping capabilities (both above and below
the waterline), plus helpful auto guidance, high-resolution photomapping detail, and “real picture” aerial photos of ports, 
harbors, marinas, waterways, navigation landmarks and other points of interest. 

010-10925-00 753759067519 Bail Mount (Replacement) 44,29        

010-10928-01 753759067564 2nd Mounting Station 153,76      

010-11163-00 753759081874 Flush Mount Gasket (Replacement) 14,02        

010-10914-00 753759067625 Protective Cover (Replacement) 17,21        

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

Cables, Connectors & Other

Bracket Mounts 

PRICE LIST

Languages

Accessories

Features

Product Description

Description 

GPSMap 4012

23



GPSMAP 5008

Standard Configuration
• GPSMap 5008 unit
• Bail mount and knobs
• GPS 17 (can be flush mounted or pole mounted)
• Protective front cover
• Power & video cables
• NMEA 0183 cable
• NMEA 2000 cable
• Flush mount hardware
• In-line fuse kit for GPS 17
• Marine grommet kit
• Crimp connectors
• Installation instructions 

Part Number  UPC 
Units per 

case
RRP (€) 

010-00593-00 753759066079 3 € 3.199

English, Dutch, Finnish, French, German, Italian, Norwegian, Portuguese, Spanish, Swedish, Danish, Greek, Farsi,
Turkish, Russian & Croatian

• Garmin Marine Network compatible • Accepts data cards • Touchscreen display

High-tech meets high-touch in Garmin’s new flagship chartplotter lineup: The GPSMap 5000 series. 
These sleek, visually stunning network plotters feature super-bright touchscreen multifunction displays (MFDs) with robust, 
fully waterproof construction. So, they’re built to handle even the harshest marine environment. The new slim-line design gives 
the unit a  “flat panel”  look when flush-mounted in cabin bulkheads or nav stations. 
GPSMap 5008 features basic worldwide satellite imagery for “view-from-space” depictions of shorelines and other surface 
features as well as a new simplified user interface. GPSMAP 5008 is designed with an 8.4” VGA resolution touchscreen display.
Plug in optional BlueChart g2 Vision cards to add true 3D-view detailed mapping capabilities (both above and below the waterline), 
plus helpful auto guidance, high-resolution satellite imagery detail, and “real picture” aerial photos of ports, harbors, marinas,  
waterways, navigation landmarks and other points of interest.

010-10929-00 753759067588 2nd mounting station 153,76     

010-10926-00 753759067526 Bail Mount (Replacement) 33,21       

010-11162-00 753759081812 Flush Mount Gasket (Replacement) 2,48         

010-10915-00 753759067632 Protective Cover, replacement 17,24       

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

Cables, Connectors & Other

Mounts

 PRICE LIST

Languages

Features

Product Description

Description 

GPSMAP 5008

Accessories

25



GPSMAP 5012

Standard Configuration
• GPSMap 5012 unit
• Bail mount and knobs
• GPS 17 (can be flush mounted or pole mounted)
• Protective front cover
• Power & video cables
• NMEA 0183 cable
• NMEA 2000 cable
• Flush mount hardware
• In-line fuse kit for GPS 17
• Marine grommet kit
• Crimp connectors
• Installation instructions 

Part Number  UPC 
Units per 

case
RRP (€) 

010-00594-00 753759066093 2 € 3.749

English, German, Italian, Norwegian, Portuguese, Spanish, Swedish, Danish, Greek, Russian, Croatian, Dutch, Farsi,
Turkish, Finnish & French

• Garmin Marine Network compatible • Accepts data cards • Touchscreen display

High-tech meets high-touch in Garmin’s new flagship chartplotter lineup: The GPSMAP 5000 series. 
These sleek, visually stunning network plotters feature super-bright touchscreen multifunction displays (MFDs) with robust, 
fully waterproof construction. So, they’re built to handle even the harshest marine environment. The new slim-line design gives 
the unit a  “flat panel”  look when flush-mounted in cabin bulkheads or nav stations. 
GPSMAP 5012 features basic worldwide satellite imagery for “view-from-space” depictions of shorelines and other surface 
features as well as a new simplified user interface. GPSMAP 5012 is designed with an 12.1” VGA resolution touchscreen display.
Plug in optional BlueChart g2 Vision cards to add true 3D-view detailed mapping capabilities (both above and below the waterline), 
plus helpful auto guidance, high-resolution satellite imagery detail, and “real picture” aerial photos of ports, harbors, marinas,  
waterways, navigation landmarks and other points of interest.

010-10929-01 753759067588 2nd Mounting Station 153,76      

010-10927-00 753759067533 Bail Mount, replacement 44,29        

010-11164-00 753759081881 Flush Mount Gasket (Replacement) 14,02        

010-10916-00 753759067649 Protective Cover, replacement 17,21        

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

Cables, Connectors & Other

Description 

GPSMap 5012

 PRICE LIST

Languages

Features

Product Description

Accessories

Bracket Mounts 
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GPSMAP 5015

Standard configuration includes: 
• GPSMap 5015 unit
• GPS 17x NMEA antenna
• Protective front cover
• Power cable assembly
• NMEA 0183 cable
• Video cable assembly
• NMEA 2000 drop cable
• NMEA 2000 cable, tee & terminator kit
• Flush mount hardware & gasket
• Marine grommet kit
• Owner's manual, quick reference guide and installation instructions

Part Number  UPC 
Units per 

case
RRP (€) 

010-00692-10 753759080334 1 € 5.299

English, German, Italian, Norwegian, Portuguese, Spanish, Swedish, Danish, Greek, Russian, Croatian, Dutch, Farsi,
Turkish, Finnish & French

• Garmin Marine Network compatible • Accepts data cards • Touchscreen

The GPSMap 5015 is Garmin’s largest network plotter display to date. The GPSMap 5015 features a massive 15” XGA colour 
screen (1024 x 768 pixels), and boasts a revolutionary new menu-driven interface that makes operating your whole Garmin
network as simple as pointing your finger. Multiple network ports let you connect and control a whole array of remote sensors 
and datalinks – from colour radar and sonar and more – right from your chartplotter screen. 
The unit comes with a built-in worldwide satellite basemap for realistic depictions of shorelines, roads and surface features. 
Plug in optional BlueChart® g2 Vision™ cards to add true 3D-view detailed mapping capabilities (both above and below 
the waterline), plus helpful auto guidance, high-resolution satellite imagery detail, and “real picture” aerial photos of ports, 
harbours, marinas, waterways, navigation landmarks and other points of interest.

010-11067-00 753759078010 Flush mount gasket 19,69       

010-11059-00 753759077938 Protective cover 17,24       

010-11062-00 753759077969 Top & bottom snap cover 22,14       

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

Description 

GPSMap 5015 w/ GPS 17x

 PRICE LIST

Languages

Cables, Connectors & Other

Bracket Mounts 

Features

Product Description

Accessories
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GPSMAP 6008

Standard configuration includes: 
• GPSMap 6008
• Top & bottom snap covers
• GPS 17x NMEA 2000 w/ pole mount, flush mount & under deck mount adapters
• Protective front cover
• Power cable
• Video cable
• NMEA 0183 cable
• NMEA 2000 10m backbone cable
• NMEA 2000 drop cable
• NMEA 2000 power cable, tee & terminator kit
• NMEA 2000 T connector & terminator kit
• Flush mount hardware & gasket
• Bail mount & knobs
• Marine grommet kit
• Manual case with user documentation

Part Number  UPC 
Units per 

case
RRP (€) 

010-00750-00 753759099312 1 € 2.899

Arabic, Bulgarian, Croatian, Czech, Danish, Dutch, English, Farsi, Finnish, French, German, Greek, Italian, Norwegian, Polish, Portuguese,
Russian, Spanish, Swedish, Turkish

• Garmin Marine Network compatible • Accepts data cards • Touchscreen
• Garmin G Motion™ technology • NMEA 2000 certified • Color-coded ports for easy installation
• Superior radar performance with Garmin xHD marine radars • Full screen video

The new Map 6000 & 7000 series chartplotters offer Garmin G Motion technology for ultra-smooth map panning and zooming with virtually 
seamless graphical updating in all dimensions.  It is some of the most stunning marine cartographic technology ever seen in this class.
The units offers expanded “plug-and-play” access to onboard sensors, with NMEA 2000 and Garmin Marine Network connectivity so it's
easy to access and control a whole array of network assets from any compatible plotter on your boat - everything from autopilot and engine 
sensors to VHF radios, onboard radar, digital sonar, AIS traffic monitoring, live-cam security video, and more.

The Map 6000 and 7000 series units accept optional BlueChart® g2 Vision® cards, allowing you to access such premium features as true 
3D “Mariner’s Eye” and underwater “Fish Eye” perspective views, plus Auto Guidance capability to suggest the best passages, and “real picture” 
aerial photo reference with marine points-of-interest (POI) location data.

010-11425-00 753759099411 Video Cable, threaded 44,29       

010-11425-01 753759099428 Power Cable, threaded 43,05       

010-11425-02 753759099435 NMEA 0183 Cable, threaded 36,91       

010-11425-03 753759099442 Video Cable, threaded, right angle 44,29       

010-11425-04 753759099459 Power Cable, threaded, right angle 43,05       

010-11425-05 753759099466 NMEA 0183 Cable, threaded, right angle 36,91       

010-11426-00 753759099497 Bail mount with knobs (Map 6008) 33,21       

010-11427-00 753759099527 Flush Mount Gasket (Map 6008) 19,69       

010-11428-00 753759099565 Protective Cover (Map 6008) 17,21       

010-11429-00 753759099602 Snap Covers (Map 6008) 17,21       

Accessories

Description 

GPSMap 6008

PRICE LIST

Languages on Unit

Features

Product Description

Available February 2010

29



GPSMAP 6012

Standard configuration includes: 
• GPSMap 6012
• Top & bottom snap covers
• GPS 17x NMEA 2000 w/ pole mount, flush mount & under deck mount adapters
• Protective front cover
• Power cable
• Video cable
• NMEA 0183 cable
• NMEA 2000 10m backbone cable
• NMEA 2000 drop cable
• NMEA 2000 power cable, tee & terminator kit
• NMEA 2000 T connector & terminator kit
• Flush mount hardware & gasket
• Bail mount & knobs
• Marine grommet kit
• Manual case with user documentation

Part Number  UPC 
Units per 

case
RRP (€) 

010-00751-00 753759099336 1 € 3.399

Arabic, Bulgarian, Croatian, Czech, Danish, Dutch, English, Farsi, Finnish, French, German, Greek, Italian, Norwegian, Polish, Portuguese,
Russian, Spanish, Swedish, Turkish

• Garmin Marine Network compatible • Accepts data cards • Touchscreen
• Garmin G Motion™ technology • NMEA 2000 certified • Color-coded ports for easy installation
• Superior radar performance with Garmin xHD marine radars • Alphanumeric keyboard • Full screen video

The new Map 6000 & 7000 series chartplotters offer Garmin G Motion technology for ultra-smooth map panning and zooming with virtually 
seamless graphical updating in all dimensions.  It is some of the most stunning marine cartographic technology ever seen in this class.
The units offers expanded “plug-and-play” access to onboard sensors, with NMEA 2000 and Garmin Marine Network connectivity so it's
easy to access and control a whole array of network assets from any compatible plotter on your boat - everything from autopilot and engine 
sensors to VHF radios, onboard radar, digital sonar, AIS traffic monitoring, live-cam security video, and more.
The Map 6012 offers an alphanumeric keypad for easy data entry.
The Map 6000 and 7000 series units accept optional BlueChart® g2 Vision® cards, allowing you to access such premium features as true 
3D “Mariner’s Eye” and underwater “Fish Eye” perspective views, plus Auto Guidance capability to suggest the best passages, and “real picture” 
aerial photo reference with marine points-of-interest (POI) location data.

010-11425-00 753759099411 Video Cable, threaded 44,29       

010-11425-01 753759099428 Power Cable, threaded 43,05       

010-11425-02 753759099435 NMEA 0183 Cable, threaded 36,91       

010-11425-03 753759099442 Video Cable, threaded, right angle 44,29       

010-11425-04 753759099459 Power Cable, threaded, right angle 43,05       

010-11425-05 753759099466 NMEA 0183 Cable, threaded, right angle 36,91       

010-11426-01 753759099503 Bail mount with knobs 44,29       

010-11427-01 753759099534 Flush Mount Gasket 19,69       

010-11428-01 753759099572 Protective Cover 17,21       

010-11429-02 753759099626 Snap Covers 22,14       

Accessories

Description 

GPSMap 6012

 PRICE LIST

Languages

Features

Product Description

Available February 2010
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GPSMAP 7012

Standard configuration includes: 
• GPSMap 7012
• Top & bottom snap covers
• GPS 17x NMEA 2000 w/ pole mount, flush mount & under deck mount adapters
• Protective front cover
• Power cable
• Video cable
• NMEA 0183 cable
• NMEA 2000 10m backbone cable
• NMEA 2000 drop cable
• NMEA 2000 power cable, tee & terminator kit
• NMEA 2000 T connector & terminator kit
• Flush mount hardware & gasket
• Bail mount & knobs
• Marine grommet kit
• Manual case with user documentation

Part Number  UPC 
Units per 

case
RRP (€) 

010-00749-00 753759099350 1 € 4.299

Arabic, Bulgarian, Croatian, Czech, Danish, Dutch, English, Farsi, Finnish, French, German, Greek, Italian, Norwegian, Polish, Portuguese,
Russian, Spanish, Swedish, Turkish

• Garmin Marine Network compatible • Accepts data cards • Touchscreen
• Garmin G Motion™ technology • NMEA 2000 certified • Color-coded ports for easy installation
• Superior radar performance with Garmin xHD marine radars • Full screen video

The new Map 6000 & 7000 series chartplotters offer Garmin G Motion technology for ultra-smooth map panning and zooming with virtually 
seamless graphical updating in all dimensions.  It is some of the most stunning marine cartographic technology ever seen in this class.
The units offers expanded “plug-and-play” access to onboard sensors, with NMEA 2000 and Garmin Marine Network connectivity so it's
easy to access and control a whole array of network assets from any compatible plotter on your boat - everything from autopilot and engine 
sensors to VHF radios, onboard radar, digital sonar, AIS traffic monitoring, live-cam security video, and more.
The Map 7012 and 7015 offer the convenience and ease of a touchscreen interface.
The Map 6000 and 7000 series units accept optional BlueChart® g2 Vision® cards, allowing you to access such premium features as true 
3D “Mariner’s Eye” and underwater “Fish Eye” perspective views, plus Auto Guidance capability to suggest the best passages, and “real picture” 
aerial photo reference with marine points-of-interest (POI) location data.

010-11425-00 753759099411 Video Cable, threaded 44,29       

010-11425-01 753759099428 Power Cable, threaded 43,05       

010-11425-02 753759099435 NMEA 0183 Cable, threaded 36,91       

010-11425-03 753759099442 Video Cable, threaded, right angle 44,29       

010-11425-04 753759099459 Power Cable, threaded, right angle 43,05       

010-11425-05 753759099466 NMEA 0183 Cable, threaded, right angle 36,91       

010-11425-06 753759099473 Multimedia Cable, right angle 46,74       

010-11426-02 753759099510 Bail mount with knobs 44,29       

010-11427-02 753759099541 Flush Mount Gasket 19,69       

010-11428-02 753759099589 Protective Cover 17,21       

010-11429-04 753759099640 Snap Covers 17,21       

Accessories

 PRICE LIST

Languages

Features

Product Description

Description 

GPSMap 7012

Available February 2010
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GPSMAP 7015

Standard configuration includes: 
• GPSMap 7015
• Top & bottom snap covers
• GPS 17x NMEA 2000 w/ pole mount, flush mount & under deck mount adapters
• Protective front cover
• Power cable
• Video cable
• Multimedia cable
• NMEA 0183 cable
• NMEA 2000 10m backbone cable
• NMEA 2000 drop cable
• NMEA 2000 power cable, tee & terminator kit
• NMEA 2000 T connector & terminator kit
• Flush mount hardware & gasket
• Marine grommet kit
• Manual case with user documentation

Part Number  UPC 
Units per 

case
RRP (€) 

010-00748-00 753759099374 1 € 5.799

Arabic, Bulgarian, Croatian, Czech, Danish, Dutch, English, Farsi, Finnish, French, German, Greek, Italian, Norwegian, Polish, Portuguese,
Russian, Spanish, Swedish, Turkish

• Garmin Marine Network compatible • Accepts data cards • Touchscreen
• Garmin G Motion™ technology • NMEA 2000 certified • Color-coded ports for easy installation
• Superior radar performance with Garmin xHD marine radars • Full screen video

The new Map 6000 & 7000 series chartplotters offer Garmin G Motion technology for ultra-smooth map panning and zooming with virtually 
seamless graphical updating in all dimensions.  It is some of the most stunning marine cartographic technology ever seen in this class.
The units offers expanded “plug-and-play” access to onboard sensors, with NMEA 2000 and Garmin Marine Network connectivity so it's
easy to access and control a whole array of network assets from any compatible plotter on your boat - everything from autopilot and engine 
sensors to VHF radios, onboard radar, digital sonar, AIS traffic monitoring, live-cam security video, and more.
The Map 7012 and 7015 offer the convenience and ease of a touchscreen interface.
The Map 6000 and 7000 series units accept optional BlueChart® g2 Vision® cards, allowing you to access such premium features as true 
3D “Mariner’s Eye” and underwater “Fish Eye” perspective views, plus Auto Guidance capability to suggest the best passages, and “real picture” 
aerial photo reference with marine points-of-interest (POI) location data.

010-11425-00 753759099411 Video Cable, threaded 44,29       

010-11425-01 753759099428 Power Cable, threaded 43,05       

010-11425-02 753759099435 NMEA 0183 Cable, threaded 36,91       

010-11425-03 753759099442 Video Cable, threaded, right angle 44,29       

010-11425-04 753759099459 Power Cable, threaded, right angle 43,05       

010-11425-05 753759099466 NMEA 0183 Cable, threaded, right angle 36,91       

010-11425-06 753759099473 Multimedia Cable, right angle 46,74       

010-11427-03 753759099558 Flush Mount Gasket 19,69       

010-11428-03 753759099596 Protective Cover 17,21       

010-11429-06 753759099664 Snap Covers 22,14       

Accessories

Description 

GPSMap 7015

PRICE LIST

Languages

Features

Product Description

Available February 2010
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GMR 18

Standard configuration includes: 
• GMR 18 unit
• 15m power/marine network cable
• Cable holder
• Cable grommet
• Marine network cable connector kit
• Installation instruction

Part Number  UPC 
Units per 

case
RRP (€) 

010-00572-00 753759063900 1 € 1.149

Call it radar love. Call it more juice in a smaller container. But whatever you call it, Garmin’s powerful 4-kilowatt GMR 18 is 
clearly a breakthrough in X-band digital radar design. Its space-saving 18-inch radome with self-contained signal processing 
provides the ideal “plug-and-play” addition to your Garmin Marine Network™. 
The GMR 18 is twice as powerful as most other radars in its size and price range. Combine that with the antenna’s 
5.0° beamwidth, and you’re looking at the best weather penetration and target definition in its class. Any compatible Garmin 
network chartplotter can double as your radar screen. And to aid in hazard avoidance, MARPA targettracking is supported (with 
optional heading sensor). 

010-10550-00 753759046125 6ft Marine network cable, RJ45 35,58       

010-10551-00 753759046132 20ft Marine network cable, RJ45 51,17       

010-10552-00 753759046149 40ft Marine network cable, RJ45 72,01       

010-10562-00 753759046323 Cable grommet 3,07         

010-10580-00 753759047443 Cable coupler, marine network 47,86       

010-10603-00 753759048365 Marine network cable connector RJ45, 2-pack 13,43       

010-10603-01 753759049942 Marine network cable connector RJ45, 20-pack 121,79     

010-10647-01 753759049966 500ft Bulk, Marine network cable, RJ45 249,03     

010-10817-04 753759067687 Weather Cap, Network Cable 4,43         

010-11170-00 753759081348 Removable threaded collar for RJ45 cable 3,57         

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

PRICE LIST

Product Description

Accessories 

Accessories

Description 

GMR 18
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GMR 18 HD

Standard configuration includes: 
• GMR 18 HD unit
• 15m power/marine network cable
• Mounting hardware kit
• Marine network cable connector kit
• Installation instruction

Part Number  UPC 
Units per 

case
RRP (€) 

010-00572-02 753759079413 1 € 1.379

Bring high definition to your radar picture with Garmin’s compact GMR 18 HD high definition marine radar scanner, the next 
generation in Garmin marine radars.  The GMR 18 HD delivers a whole new level of radar performance with its state-of-the-art 
Digital Signal Processing which offers up to 8 times better resolution – providing sharper imagery and improved target separation.  
Automatic pulse-rate design optimizes pulse width and repetition rates for each range selected. Radar energy transmissions are
balanced to ensure excellent penetration at longer ranges and noticeably higher-resolution scans at closer ranges. The space-
saving 18-inch radome delivers 4 kilowatts of power and up to 36 nm of scanning range – far surpassing most other radars in its 
size and price bracket. You can view the radar display on any Garmin network-compatible multi-function display (MFD) with no 
software update required. And to aid in hazard avoidance, MARPA target tracking is supported when combined with an optional 
heading sensor.

010-10550-00 753759046125 6ft Marine network cable, RJ45 35,58       

010-10551-00 753759046132 20ft Marine network cable, RJ45 51,17       

010-10552-00 753759046149 40ft Marine network cable, RJ45 72,01       

010-10562-00 753759046323 Cable grommet 3,07         

010-10580-00 753759047443 Cable coupler, marine network 47,86       

010-10603-00 753759048365 Marine network cable connector RJ45, 2-pack 13,43       

010-10603-01 753759049942 Marine network cable connector RJ45, 20-pack 121,79     

010-10647-01 753759049966 500ft Bulk, Marine network cable, RJ45 249,03     

010-10817-04 753759067687 Weather Cap, Network Cable 4,43         

010-11170-00 753759081348 Removable threaded collar for RJ45 cable 3,57         

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

PRICE LIST

Product Description

Accessories

Accessories 

Description 

GMR 18 HD
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GMR 24 HD

Standard configuration includes: 
• GMR 24 HD unit
• 15m power/marine network cable
• Mounting hardware kit
• Marine network cable connector kit
• Installation instructions

Part Number  UPC 
Units per 

case
RRP (€) 

010-00572-03 753759079420 1 € 2.299

Get the HD picture with Garmin’s new GMR 24 HD high-definition marine radar scanner!  State-of-the-art Digital Signal Processing 
allows the new GMR 24 HD to deliver a whole new level of radar performance, safety and situational awareness to recreational 
boaters, professional mariners and yachtsman alike.  This new 24-inch, dual speed digital radar is the ideal HD “plug-and-play” 
upgrade to your Garmin Marine Network.  The GMR 24 HD offers the boater up to 8 times better resolution – providing sharper 
imagery and improved target separation.  Plus, with Garmin’s new automatic pulse optimization technology the radar matches pulse 
widths and repetition rates with the range selected. So, you get powerful 4 kilowatt radar penetration and unbelievably clear echo 
definition at all ranges – near or far. Maximum range is up to 48 nm.  Furthermore, you can access the radar data from any 
Garmin network-compatible multi-function display (MFD) with no software update required. For added situational awareness, 
optional MARPA target tracking is also available with installation of an optional heading sensor.

010-10550-00 753759046125 6ft Marine network cable, RJ45 35,58       

010-10551-00 753759046132 20ft Marine network cable, RJ45 51,17       

010-10552-00 753759046149 40ft Marine network cable, RJ45 72,01       

010-10562-00 753759046323 Cable grommet 3,07         

010-10580-00 753759047443 Cable coupler, marine network 47,86       

010-10603-00 753759048365 Marine network cable connector RJ45, 2-pack 13,43       

010-10603-01 753759049942 Marine network cable connector RJ45, 20-pack 121,79     

010-10647-01 753759049966 500ft Bulk, Marine network cable, RJ45 249,03     

010-10817-04 753759067687 Weather Cap, Network Cable 4,43         

010-11170-00 753759081348 Removable threaded collar for RJ45 cable 3,57         

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

 PRICE LIST

Product Description

Accessories

Accessories 

Description 

GMR 24 HD
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GMR 404 & 406

Standard configuration includes: 
• GMR 404 or 406
• Carrying strap
• Field material kit
• Marine network data card
• GMR 404/406 cable
• Field install cable end kit
• Installation instructions

Part Number  UPC 
Units per 

case
RRP (€) 

010-00484-00 753759052249 1 € 829

010-00484-01 753759052256 1 € 1.749

010-00484-02 753759052263 1 € 3.299

The GMR 404 and GMR 406 open array radar: Both systems offer a powerful 4kW, 72 mile X-band digital radar designed for 
use with the Garmin Marine Network. They offer outstanding clarity, precision and target definition. The GMR 404, 4-foot scanner
focuses on targets with 1.8 beam width while the GMR 406, 6-foot array takes beam width down to 1.1 for even greater 
target separation. Combined with an elegant design, these systems are a complement to today’s modern boat designs. 

010-10550-00 753759046125 6ft Marine network cable, RJ45 35,58       

010-10551-00 753759046132 20ft Marine network cable, RJ45 51,17       

010-10552-00 753759046149 40ft Marine network cable, RJ45 72,01       

010-10562-00 753759046323 Cable grommet 3,07         

010-10580-00 753759047443 Cable coupler, marine network 47,86       

010-10603-00 753759048365 Marine network cable connector RJ45, 2-pack 13,43       

010-10603-01 753759049942 Marine network cable connector RJ45, 20-pack 121,79     

010-10647-01 753759049966 500ft Bulk, Marine network cable, RJ45 249,03     

010-10817-04 753759067687 Weather Cap, Network Cable 4,43         

010-11170-00 753759081348 Removable threaded collar for RJ45 cable 3,57         

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

Description 

GMR 404, Antenna (Requires Pedestal)

GMR 406, Antenna (Requires Pedestal)

 PRICE LIST

GMR 404/406 Pedestal 

Product Description

Cables and Other

Accessories 
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GMR 604 xHD & 606 xHD
GMR 1204 xHD & 1206 xHD

Standard configuration includes: 
Antenna • Unit only
Pedestal • Unit

• Carrying strap
• Field material kit
• Power cable and voltage converter
• 15m network cable
• Field install cable end kit
• Installation instructions

Part Number  UPC 
Units per 

case
RRP (€) 

010-00738-00 753759096588 1 € 3.999

010-00739-00 753759096595 1 € 4.999

010-00484-03 753759096601 1 € 799

010-00484-04 753759096618 1 € 1.499

The powerful xHD family of open array radar scanners offers both 6kW and 12kW of transmit power, alloweing for superior radar performance
in the most demanding conditions.  Providing up to 75% higher transmitter pulse rates and eight times the sampling rate of previous 
generation radars, the resulting images offer the serious mariner a crisp, high definition radar picture your customers have come to expect from
Garmin HD radar technology.  The GMR xHD family of radars will support both MARPA (with marine heading sensor; up to10 targets) as well as 
Dual Range** for increased situational awareness in all environments.  They are also backward compatible with Garmin's entire line of network 
chartplotters.  Combined with an elegant design, these systems are a complement to today’s modern boat designs. 

**Dual Range feature not available for GPS Map 3000 series chartplotters.

• Horizontal beam width: 604 & 1204 = 1.8° ; 606 & 1206 = 1.1° • Vertical beam width: 25°

010-10550-00 753759046125 6ft Marine network cable, RJ45 35,58       

010-10551-00 753759046132 20ft Marine network cable, RJ45 51,17       

010-10552-00 753759046149 40ft Marine network cable, RJ45 72,01       

010-10562-00 753759046323 Cable grommet 3,07         

010-10580-00 753759047443 Cable coupler, marine network 47,86       

010-10603-00 753759048365 Marine network cable connector RJ45, 2-pack 13,43       

010-10603-01 753759049942 Marine network cable connector RJ45, 20-pack 121,79     

010-10647-01 753759049966 500ft Bulk, Marine network cable, RJ45 249,03     

010-10817-04 753759067687 Weather Cap, Network Cable 4,43         

010-11170-00 753759081348 Removable threaded collar for RJ45 cable 3,57         

320-00246-10 Power Cable 15m (replacement) 73,78       

320-00372-03 Radar Ethernet cable w/split connector, 15m (replacement) 61,03       

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

Product Description

Cables and Other

Accessories 

GMR 606 xHD & GMR1206 xHD, Antenna (6 foot)

Description 

GMR 604 xHD & GMR606 xHD 6kW Pedestal

GMR 604 xHD & GMR1204 xHD, Antenna (4 foot)

PRICE LIST

GMR 1204 xHD & GMR1206 xHD, 12kW Pedestal

Available April 2010
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GA 30
Remote GPS Antenna

Standard configuration includes: 
• GA 30 remote GPS antenna
• Antenna cable, 10m
• Pole mount
• Surface mount
• Under-deck mount
• Mounting hardware
• Installation instructions and quick reference guide

Part Number  UPC RRP (€) 

010-00872-00 753759100025 GA 30 Remote GPS Antenna € 73,81

The new GA 30 is a robust, easy-to-mount, passive GPS antenna packaged in a low-profile waterproof housing. In addition to conventional 
pole or surface mounting, the GA 30 can also be attached to the underside of many fiberglass decks, using the included under-deck mount.
This new marine antenna will be a direct replacement of the GA 29. The GA 30 will provide GPS information to the following compatible Garmin 
chartplotters and connects using a BNC connecter: GPS 152, GPSMAP 400 series and 500 series.

010-11454-00 753759101107 10m antenna cable € 57,81
010-11082-00 753759078188 Pole mount € 11,07
010-11083-00 753759098195 Surface mount € 11,07
010-11084-00 753759098201 Under-deck mount € 11,07

 PRICE LIST

Description 

Accessories

Product Description
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NMEA 2000 adapters take signals generated by traditional analog gauges and sensors and convert that data into 
NMEA 2000 format. The data can then be broadcast over NMEA 2000 protocol to the Garmin GMI™ 10 multifunction instrument. 
The combination of these adapters with a Garmin GMI 10 will transform even the most out-of-date dashboard into a glass, digital helm.

Part Number UPC Description
Units per 

Case
RRP (€)

010-11324-00 753759098469 GRA 10, Rudder Angle Adapter 20 € 199,99

010-11325-00 753759098476 GET 10, Engine Tilt Adapter 20 € 199,99

010-11326-00 753759098483 GFL 10, Fluid Level Adapter 20 € 199,99

010-11327-00 753759098490 GBT 10, Bennett Trim Tab Adapter 20 € 199,99

010-11328-00 753759098506 GST 10, Water, Speed and Temperature  Adapter 20 € 199,99

Accessories for GST 10
010-11413-00 753759098728 Speed/Temperature Sensor 268,37           

010-11413-01 753759098346 Temperature Sensor 143,13           

010-10279-02 753759098254 Speed Sensor, 7-pin 50,31             

010-11456-00 753759101152 Speed Sensor paddle wheel, (replacement) 11,60             

 PRICE LIST

NMEA 2000 Analog Adapaters

Accessories

Product Description
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GSD 21

Standard configuration includes: 
• GSD 21 unit

• CANet cable
• Power/data cable
• Installation instructions

Part Number  UPC 
Units per 

case 
RRP (€) 

010-00502-00 753759052232 10 € 325

The GSD 21 analog sounder adds detailed sonar data to your compatible Garmin chartplotter. This black-box sounder connects 
directly to your chartplotter with a serial cable. To take advantage of UltraScroll™, which provides lightning-fast refresh rates, 
connect the GSD 21 to your chartplotter with CANet, Garmin's 1-megabit proprietary network.
The high-dynamic range sounder provides exceptional performance in water as shallow as one foot to depths as great as 
1,500 feet. The GSD 21 can connect to dual-frequency transducer (50/200 kHz) for deep-water performance and 500 watts of 
transmit power, or a dual-beamwidth transducer (narrow/wide) for operation in shallow freshwater as well as deep water and a 
transmit power of 400 watts.

010-10439-00 753759042615 30ft power/data cable (replacement) 43,05       

010-10225-00 753759016982 Temperature probe 80,51       

010-10251-00 753759023744 Trolling motor transducer adapter 12,49       

010-10253-00 753759023768 Suction cup transducer adapter 10,92       

010-10279-01 753759028190 Speed Sensor (Y cable) - Transom mount (replacement of 010-10252-00) 93,92       

010-10357-00 753759035778 Gimbal mounting bracket 35,66       

010-10365-00 753759036140 Plastic, thru-hull mount, temp & speed sensor w/ Y connector for depth xdcr 201,29     

010-10715-00 753759052737 10 ft. extension cable for transducers, w/ID 62,47       

010-10716-00 753759052720 20 ft. extension cable for transducers, w/ID 85,97       

010-10742-00 753759054342 CAN kit, includes 40ft cable, splice & terminators 51,14       

010-10780-00 753759057824 Power/data cable w/CAN 28,67       

Cables, Connectors & Others

 PRICE LIST

Product Description

Accessories

Description 

GSD 21 
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GSD 22

Standard configuration includes: 
• GSD 22 unit

• Marine network cable
• Power/data cable
• CANet cable
• Cable grommet
• Installation instructions

Part Number  UPC 
Units per 

case 
RRP (€) 

010-00397-00 753759049225 10 € 449

This black-box sounder connects to your chartplotter over the Garmin Marine network to provide high-speed data returns and 
super-crisp detail. Once connected, any plotter on the network can view the 22's detailed sonar data and overlay it on the 
map page. Users can also pair the GSD 22 with Garmin's CANet™ to connect to non-network chartplotters.
The GSD 22's digital design provides extraordinary target definition and deep water performance and allows it to transmit at 
up to 2 kW, depending on your transducer. The GSD 22 also adjusts gain and transmits power automatically to optimize the returns for 
shallow water as well. It can connect to a dual-frequency transducer and works with everything from a standard 500 watt 
transom-mount transducer to a heavy-duty 2 kW thru-hull or in-hull transducer and can reach a depth of up to 5,000 feet.

010-10251-00 753759023744 Trolling motor transducer adapter - Available while stocks last 12,49       

010-10253-00 753759023768 Suction cup transducer adapter 10,92       

010-10279-01 753759028190 Speed Sensor (Y cable) - Transom mount (replacement of 010-10252-00) 93,92       

010-10357-00 753759035778 Gimbal mounting bracket 35,66       

010-10365-00 753759036140 Plastic, thru-hull mount, temp & speed sensor w/ Y connector for depth xdcr 201,29     

010-10439-00 753759042615 30ft Power/data cable (replacement) 43,05       

010-10550-00 753759046125 6ft Marine network cable, RJ45 35,58       

010-10551-00 753759046132 20ft Marine network cable, RJ45 51,17       

010-10552-00 753759046149 40ft Marine network cable, RJ45 72,01       

010-10562-00 753759046323 Cable grommet 3,07         

010-10580-00 753759047443 Cable coupler, marine network 47,86       

010-10603-00 753759048365 Marine network cable connector, RJ45 2-pack 13,43       

010-10603-01 753759049942 Marine network cable connector, RJ45 20-pack 121,79     

010-10647-01 753759049966 500ft Bulk, Marine network cable, RJ45 249,03     

010-10715-00 753759052737 10 ft. extension cable for transducers, w/ID 62,47       

010-10716-00 753759052720 20 ft. extension cable for transducers, w/ID 85,97       

010-10717-00 753759052713 Adapter/Temperature Sensor 80,51       

010-10742-00 753759054342 CAN kit, includes 40ft cable, splice & terminators 51,14       

010-10781-00 753759057831 Power/data cable 28,67       

 PRICE LIST

Product Description

Accessories

Accessories

Description 

GSD 22
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GMI  10 
NMEA 2000 Compatible Marine Instrument

Standard configuration includes: 
• GMI 10 unit

• Mounting hardware
• Protective cover
• Power/NMEA 0183 cable
• NMEA 2000 power cable
• NMEA 2000 drop cable
• NMEA 2000 tee & terminator kit
• Installation instructions and quick start manual

Part Number  UPC RRP (€) 

010-00687-00 753759076078 € 515

In the past, most standard marine instruments were single-function units – with each remote sensor having a dedicated display.  
With the multifunction Garmin GMI 10, mariners can do and see more with less. Digital design gives installers the flexibility to
customize and streamline cockpit configurations – using fewer instruments to display sensor data from multiple inputs.  The GMI 10
makes it easy to monitor navigation, heading and environmental data – everything from basic depth, speed, winds and water
temperatures to detailed GPS readouts, fuel flows, engine data, RPMs, trip odometer, user alarms and more.  Featuring a big,
bright 3.5-inch QVGA screen, the system connects to any Garmin intelligent sensor, using NMEA 2000 or  NMEA 0183 data ports.

010-00671-00 753759076337 GFS 10 Fuel Sensor 245,82      

010-00694-10 753759075637 GPS 17x NMEA 2000 318,68      

010-00694-00 753759075620 GPS 17x HVS 251,63      

010-11070-00 753759078041 Protective cover (GHC 10 & GMI 10) 12,31        

010-11071-00 753759078058 Top & bottom snap covers 12,31        

010-11073-00 753759078072 Flush mount gasket 16,00        

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

 PRICE LIST

Product Description

GFS/GPS

Other

Accessories

Description 

GMI 10 
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GFS 10 Fuel Sensor

Standard configuration includes: 
• GFS 10 unit

• Mounting hardware
• Fuel filter
• 4 reusable stainless steel hose clamps
• NMEA 2000 to CANet™ adapter cable
• NMEA 2000 tee connector and terminators
• Installation instructions & quick reference guide

Part Number  UPC RRP (€) 

010-00671-00 753759076337 € 179

Providing fuel flow and fuel level measurement data to your Garmin chartplotter or GMI 10 instrument display, the GFS 10 fuel 
sensor helps optimize performance while taking the worry out of fuel management. The GFS 10 works with most gasoline-powered 
inboard, I/O and outboard engines The GFS 10 is compatible with the GPSMap 400 & 500 series via CANet and the 4000, 5000 
series & GMI 10 via NMEA 2000.
Specifications:  3/8" barbed fittings; Max flow rate: up to 50GPH per engine; Min flow rate: 2GPH; Max back pressure: 0.5PDS at 
20GPH / 1.0PSI at 40 GPH; Supply voltage: 10-22V.

010-10742-00 753759054342 CANet connector kit 51,14       

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

Cables  & Other

 PRICE LIST

Product Description

Accessories

Description 

GFS 10 Fuel Sensor
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GWS 10
Marine Wind Sensor

Standard configuration includes: 
• GWS 10 Marine Wind Sensor • mounting hardware • spool of 
NMEA 2000 backbone cable (30 m) • NMEA 2000 field installable 
connector • NMEA 2000 in-line terminator • NMEA 2000 female
terminator • inline lightning arrestor • documentation
• 010-00747-00 Bundle adds GMI 10; 010-00747-01 Bundle adds GMI 10 and Triducer (010-11051-00)

Part Number  UPC 
Units per 

case
RRP (€) 

010-00747-00 753759082291 3 € 999

010-00747-01 753759085544 € 1.249

010-00737-00 753759082284 3 € 540

010-11171-00 753759084134 GWS 10 Core, replacement 658,24      

010-11119-00 753759084110 Anemometer, replacement 44,70       

010-11120-00 753759084127 Wind Vane, replacement 44,70       

010-11171-01 753759094027 30M Cable, replacement 152,55      

010-11171-02 753759094157 Replacement Lightening Arrestor 25,72       

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

Product Description

PRICE LIST

Description 

GWS 10 with GMI 10 Bundle

GWS 10 Marine Wind Sensor

GWS 10 with GMI 10 and Smart Sensor Bundle

The Garmin wind sensor offers a real edge and provides the ability to gather wind speed and direction measurements, barometric pressure and air 
temperature with a single, integrated unit. The Garmin GWS 10 installs with ease – providing data output to your Garmin display via NMEA 2000 cable and 
bus (which also powers the GWS 10). It’s designed to interface with Garmin’s GMI™ 10 universal marine instrument display or GPSMAP® 4000 & 5000 
series. This “smart” transducer also adds barometric pressure and air temperature data – offering weather station capabilities.  The wind sensor is designed 
with elliptical cups, scientifically proven to be most sensitive to wind speed allowing the GWS 10 to measure wind speeds as low as 0.5 knots.

Accessories

SPECIAL PROMOTION!
GWS 10 w/ GMI 10 Bundle (010-00747-00) - Offer price  RRP €799

GWS 10 w/ GMI 10 and Smart Sensor Bundle (010-00747-01) - Offer price RRP: €999
(Promotion available from 4 January through 30 April, 2010.  Price protection not available on promotional pricing.)
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GC 10
Marine Camera

Standard configuration includes: 
• GC 10 Marine Camera  
• Mounting hardware
• Integrated power/video cable (18 inches) 

Part Number  UPC 
Units per 

case
RRP (€) 

NTSC versions:

010-11372-00 753759095710 50 € 389

010-11372-01 753759095727 50 € 389

PAL versions:

010-11372-02 753759095734 50 € 389

010-11372-03 753759095741 50 € 389

010-11376-00 753759096755 BNC to RCA Adapter 7,38         

010-11376-02 753759096762 5m video extension cable 36,88       

010-11376-03 753759084127 15m video extension cable 49,19       

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

This new marine camera acts as an extra set of eyes on the vessel. Whether backing out of a boat-filled marina or simply keeping tabs on the engine room or 
crew, mariners will always have the necessary information at hand to make decisions while on the water.
Video from the Garmin GC 10 can be viewed via flatscreen monitors or standard chartplotters. It’s convenience that means you won’t have to add separate 
hardware that’s device-specific to view your feed.  The GC 10 is offered in two ways – standard-image or reverse-image. The reverse-image cameras reverse 
the video on your screen – perfect for backing out of tight locations.
The GC10 is a true day/night camera that automatically switches to infrared in low light conditions.  In daylight the finely crafted lens gives an excellent, bright, 
full colour picture, by night the IR image switches to a clear monochrome image, ideal for monitoring in low light conditions.
Durable and waterproof, the Garmin GC 10 was built to brave the elements. It features a small and unobtrusive design that makes it easy to mount almost 
anywhere on your boat. The GC 10 is corrosion-resistant for long-term use. 

Accessories

Product Description

GC 10, Reverse Image 

PRICE LIST

Description 

GC 10, Standard Image

GC 10, Standard Image 

GC 10, Reverse Image 
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GHP 10
Marine Autopilot System with GHC 10

Standard configuration includes: 
See below.

Part Number  UPC RRP (€) 

010-00705-00 753759078454 € 1.675

010-11097-00 753759078485 € 835

010-11098-00 753759078492 € 835

010-11099-10 753759097196 € 999

*Order GHP 10 Corepack and appropriate pump kit.

010-11146-00 753759081836 480,86      

010-11222-00 753759083441 Cradle/Holster 18,45        

010-11283-00 753759085889 Repl Battery Door (replacement) 2,83          

010-10117-02 753759042004 Carrying case (black nylon with zipper) 13,26        

010-11055-00 753759077891 CCU/ECU Interconnect Cable 41,75        

010-11055-01 753759096793 CCU/ECU Interconnect Cable, 10m 73,07        

010-11055-02 753759096809 CCU/ECU Interconnect Cable, 20m 121,79      

010-11057-00 753759077914 ECU Power Cable 92,26        

010-11156-00 753759081164 GHP 10, 5m ECU to CCU extension cable 40,60        

010-11156-01 753759081171 GHP 10, 15m ECU to CCU extension cable 66,10        

010-11156-02 753759095819 GHP 10, 25m ECU to CCU extension cable 97,43        

010-00688-00 753759076085 GHC 10 helm control display 909,96      

010-11052-00 753759077860 GHP 10 CCU 1.258,11   

010-11053-00 753759077877 GHP 10 ECU 1.006,50   

010-11054-00 753759077884 Shadow Drive 670,99      

010-11056-00 753759077907 Buzzer 125,24      

010-11070-00 753759078041 Protective cover (GHC 10 & GMI 10) 12,31        

010-11072-00 753759078065 GHC 10 top & bottom snap covers 12,31        

010-11173-00 753759082048 CCU mounting bracket (replacement) 12,31        

010-11201-00 753759082314 Unbalanced Valve Kit 142,36      

010-11202-00 753759082321 Verado Adaptor Kit 574,30      

010-11203-00 753759082338 Check Valve Kit 315,40      

010-11204-00 753759082345 Isolation Hose Kit 234,57      

010-11352-00 753759096670 Thumb screw (replacement) 1,83          

010-11399-00 753759097851 Tachometer filter 40,24        

1.2-Litre Pump Kit 

PRICE LIST

Product Description

Description 

GHP 10 Corepack (Includes: GHC 10 helm control display, Electronic Control Unit 
(ECU), Course Compass Unit (CCU), Shadow Drive, CCU/ECU interconnect cable, 
buzzer, ECU power cable, NMEA 2000 drop cable, NMEA 2000 T-connector)

2-Litre Pump Kit 

2.1-Litre Pump Kit

Other 

Cables

Accessories

For powerboat owners who want the ultimate in control and safety, Garmin’s GHP 10 autopilot system delivers powerful performance in any sea condition. The 
GHP 10 is approved for Mercury Verado outboards and works with all types of hydraulically steered powerboats – inboards, outboards and stern drives. The GHP 
10’s patented Shadow Drive™ technology lets you make manual course changes from the helm without manually disengaging the autopilot or “wrestling” the 
system for control. Simply turn the wheel for instant course changes on the fly. Once you have steered the boat onto its new course, just release the helm and the 
GHP 10 will automatically resume control. With its aerospace-derived technology and G-limited gyro turn control, the GHP 10 responds effortlessly and safely at 
virtually any speed. It can easily be set to hold position against wind, waves or heavy current.

Styled to match other units in Garmin’s family of marine products, the GHC 10 is the dedicated control unit for the new GHP 10 autopilot featuring a 3.5” color 
display. Up to three GHC 10 controllers can be interfaced to a single GHP 10, allowing autopilot functionality in multiple stations on the boat.

Remote Control

GHC 10 Remote - includes two remote holsters with mounting screws, belt clip & 
button, neck lanyard, wrist lanyard and instructions             
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K00-00368-00 753759078539 NMEA 2000 Network Switch 36,91        

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories
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GHP™ 10V
Designed for Volvo Penta IPS & Sterndrive Joystick Systems

Standard configuration includes: 
See below.

Part Number  UPC RRP (€) 

010-00705-20 753759096526 € 5.999

010-00688-00 753759076085 GHC 10 helm control display 909,96       

010-11056-00 753759077907 Buzzer 125,24       

010-11070-00 753759078041 Protective cover, GHC 10 12,31         

010-11072-00 753759078065 GHC 10 top & bottom snap covers 12,31         

010-11146-00 753759081836 GHC 10 Remote Control 480,86       

010-11173-00 753759082048 CCU Mounting Bracket 12,31         

010-11349-00 753759096656 Volvo IPS Gateway 3.718,43    

010-11351-00 753759096632 CCU/Gateway Cable 67,11         

010-11352-00 753759096670 Thumb Screw 1,83           

010-11353-00 753759096649 CCU 4.568,37    

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

 PRICE LIST

Description 

GHP 10V Corepack (Includes: GHC 10, Course Computer Unit (CCU), Volvo IPS 
Gateway, CCU/Gateway Cable, Buzzer, NMEA 2000 kit, Documentation

The GHP 10V Marine Autopilot System certified by Volvo Penta for use with all Inboard Performance Systems (IPS) and Sterndrive Joystick systems.  The GHP 10V 
Autopilot System is approved for use with boats that have an integrated Volvo Penta IPS steering and propulsion system. It will feature Garmin’s proven and 
innovative Shadow Drive™ technology – a patented capability that automatically disengages the autopilot if the helm is turned, allowing for quick and safe manual 
manoeuvres without manually disengaging the autopilot. The autopilot will automatically re-engage once a steady course is re-established. Boaters will cruise 
comfortably with Garmin’s autopilot that incorporates a rock-solid gyro-stabilized heading sensor for maximum performance and reliability in rough seas.

In addition, boaters will experience confidence and security from the GHC™ 10 Autopilot Control Unit that is designed to help boaters configure and control the 
autopilot. With an easy-to-read 3.5” color display, three soft keys, and a dedicated “standby” button, boaters will benefit from the simple, intuitive interface, and can 
control the heading of the boat with the press of a key. Three GHC 10 controllers can be interfaced with a single GHP 10V, allowing autopilot functionality at a remote 
location on the boat.

Accessories

Product Description
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VHF 100i and VHF 200i
Waterproof Fixed Mount VHF Marine Radios

Standard configuration includes: 
See below.

Part Number  UPC 
Units per 

case
RRP (€) 

010-00754-01 753759083946 € 249

010-00755-01 753759083960 € 399

010-11188-00 753759085209 GHS 10i Full Function Wired Mic (200i only) 205,28      

010-11182-00 753759081454 Power cable, 1.5 meter 29,05       

010-11183-00 753759085155 NMEA 0183 cable, 15 inch 42,13       

010-11184-00 753759085162 Cable extension, 12 pin, 5m 56,66       

010-11185-00 753759085179 Cable extension, 12 pin, 10m 84,29       

010-11186-00 753759085186 Deck cable, 12 pin, 10m 84,29       

010-11191-00 753759085230 Bail mount 10,16       

010-11192-00 753759085247 Bail mount knobs 4,34         

010-11194-00 753759085278 Fist mic relocation kit 116,30      

010-11196-00 753759085292 Mic hanger 2,89         

010-11197-00 753759085308 Protective cover 8,71         

010-11200-00 753759085339 Flush mounting gasket 5,79         

010-11218-01 753759085360 Top & bottom snap cover, VHF 100i WW 5,79         

010-11199-00 753759085322 Top & bottom snap cover, VHF 200i WW 5,79         

010-11257-10 753759085391 Knob, volume/ squelch & channel change 8,71         

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

These rugged, waterproof (IPX7) marine transceivers pack an array of high-end features and capabilities into their compact fixed-mount designs. With up to 
25 watts of transmit power and exceptional noise suppression, these new radios will provide the user with premium performance, combined with Garmin's 
legendary quality. The extra large 3.2-inch diagonal display, three oversized soft keys and easy-to-read graphics help to make the radios simple and easy to 
use. The VHF 200i adds NMEA 2000 compatibility to further simplify integration, 20W hailer functionality and speaker/mic-relocation capability. In addition, the 
VHF 200i can be connected to the GHS 10i Full Function Wired Mic allowing for full radio functionality from a remote location.

Accessories

Product Description

 PRICE LIST

Description 

VHF 100i, includes attached speaker/mic, power cable, bail mount & knobs, 
flush mount gasket, marine mounting hardware, mic hanger, protective cover, 
owner's manual, QRG & installation instructions

VHF 200i, includes removable speaker/mic, power cable, hailer, NMEA 0183 
cable, bail mount & knobs, flush mount gasket, marine mounting hardware, 
mic hanger, protective cover, owner's manual, QRG & installation instructions
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VHF 300i and VHF 300i AIS
Premier Marine VHF Radios

Standard configuration includes: 
See below.

Part Number  UPC RRP (€) 

010-00756-01 753759094669 € 699

010-00757-01 753759094683 € 899

010-11188-00 753759085209 GHS 10i Full Function Wired Mic 205,28      

010-11184-00 753759085162 Cable extension, 12 pin, 5m 56,66       

010-11185-00 753759085179 Cable extension, 12 pin, 10m 84,29       

010-11196-00 753759085292 Mic hanger 2,89         

010-11217-00 753759085346 Active Speaker 201,27      

010-11219-00 753759085377 Power cable, VHF 300/NMEA 0183, hailer 45,05       
010-11257-00 753759085384 GHS 10 channel change knob 2,86         
010-11258-00 753759085414 Active speaker top and bottom snap covers 12,31       
Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories

PRICE LIST

Description 

VHF 300i, series radio, GHS 10i full function remote mic, active 
speaker, power cable, deck cable (10m), marine mounting hardware, 
mic hanger, user documentation

VHF 300i AIS, series radio, built in dual AIS receiversGHS 10i full 
function remote mic, active speaker, power cable, deck cable (10m), 
marine mounting hardware, mic hanger, user documentation

These space-saving, black box, marine VHF radios offer multi-station support and options like an integrated dual-band AIS receiver. The VHF 300i series 
marine VHF radios include many of the high-end features and capabilities found in the VHF 200i such as full Class D Digital Selective Calling (DSC) with NMEA 
2000 and NMEA 0183 capability, 25 watts of transmit power and position tracking. In addition, the VHF 300i series offers a patent-pending voicemail feature 
which allows users to record a 15-second message and send it to another DSC capable VHF radio. Boaters can also replay up to 90 seconds of the last 
incoming voice transmission at the touch of a button.

Accessories

Product Description

Because the black box can be mounted anywhere out-of-sight, the VHF 300i series saves important real estate on the helm. Boaters operate the unit via the
GHS™ 10i full-function remote microphone. These handheld remote mic stations feature a crisp two-inch LCD display, dedicated buttons for frequent tasks,
and three soft buttons for dynamic controls. The VHF 300i series supports up to three GHS 10i remote mics for vessels with multiple stations, and uses either
the supplied four-inch active speaker with volume knob, the passive speaker contained within the GHS 10i, or an optional third-party passive speaker. With
multiple stations, the system can even be used as an on-boat intercom. In addition, the VHF 300i AIS offers support for the Automatic Identification System
(AIS). These VHF radios include integrated AIS receivers for identifying and locating larger vessels. Mariners will never miss an AIS target thanks to the built-in
dual AIS receivers. 

  Available 
January 2010
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AIS 600
Automatic Identification System Transceiver

Standard configuration includes: 
• AIS 600 unit
• GA 30 GPS Antenna w/ pole and surface mount
• Power cable
• Safety related message cable
• 2m NMEA 2000 drop cable
• 2m VHF Interconnect cable
• Mounting hardware
• NMEA 2000 T-connector
• USB cable
• PC software CD
• Documentation

Part Number  UPC RRP (€) 

010-00865-00 753759100018 AIS 600 € 1.249

• Built-in active splitter • Dual channel AIS receiver • USB port for programming MMSI info and AIS
• NMEA 2000 certified • ClearTrack™ technology   static data with included PC software
• Class A and Class B reception • Eight LED lights • 2W AIS Class B transmitter
• Dedicated HW input for Silent mode and AIS Mayday mode

Add a new level of safety and convenience to your vessel with the Garmin AIS 600.  The AIS transceiver allows mariners to receive AIS target 
data as well as transmit their own vessel information to other AIS receivers in their area. The AIS 600 aids in collision avoidance by helping 
users track and contact anyone in the area with a VHF radio and MMSI number.
Mariners can now rest assured knowing that they have visibility of boat traffic around them and that they can be seen by other vessels 
while at sea.  The AIS 600 is NMEA 2000 certified and is easily added to the existing NMEA 2000 network. Once installed, the AIS 600 is 
controlled via chartplotter display.  In addition, the AIS 600 comes with a built-in Active splitter that allows one VHF antenna to serve both the 
AIS 600 and any VHF radio with minimal signal loss – giving users more space and making installation easy without the need for 
additional hardware. 

010-00869-00 753759098780 AIS 600 unit only Not Available

010-00872-00 753759100025 GA 30 GPS antenna 81,78       

010-11422-00 753759098797 Power cable 61,03       

010-11422-01 753759098803 Safety related message cable 15,97       

010-11422-02 753759100186 VHF interconnect cable, 2m 35,66       

010-11422-03 753759100193 VHF interconnect cable, 5m 47,95       
010-11442-00 753759100766 NMEA 2000 starter kit¹ 132,86      
010-10723-01 753759052973 USB cable 7,65         

1 NMEA 2000 starter kit includes: NMEA 2000 drop cable (2m), NMEA 2000 backbone cable (10m), NMEA 2000 T-connector and terminator kit, NMEA 2000 power cable with T-connector kit.

 PRICE LIST

Description 

Accessories

Product Description

Features

  Available February 2010
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Part Number  UPC 
Units per 

case 

Single Freqency

Thru-hull 

010-10107-00 753759001339 200KHz, 12deg, bronze, thru-hull mount, depth 246,02       

010-10119-00 753759005757 200KHz, 12deg, plastic, thru-hull mount, depth 127,48       

010-10217-00 753759016715 200KHz, 12deg, bronze, thru-hull mount, depth, temp 272,89       

010-10218-00 753759016722 200KHz, 12deg, plastic, thru-hull mount, depth, temp 165,51       

010-10640-00 753759049898 1kW thru-hull, B260 bronze, w/ID, w/fairing 1.722,19    
-

Transom -             

010-10105-00 753759001315 200KHz, 20deg, plastic, transom mount, depth 78,27         

010-10106-00 753759001322 200KHz, 20deg, plastic, transom mount, depth, temp, speed 130,41       

010-10200-00 753759009946 200KHz, 14deg, plastic, trolling motor mount, depth, temp 102,89       

010-10249-00 753759023720 200KHz, 45/15deg, plastic, transom mount, depth, temp 87,33         

010-10435-00 753759042479 200KHz, 20deg, plastic, transom/trolling motor mount, depth, temp 87,33         
-

In-hull -             

010-10224-00 753759016975 200KHz, 14deg, plastic, in-hull mount, depth 93,95         

010-10641-00 753759049904 1kW, in-hull with depth, M260 bronze, w/ID, w/mounting tank 1.599,20    

Dual Frequency -             

Thru-hull -             

010-10182-00 753759008543 200/50KHz, 12/45deg, bronze, thru-hull mount, depth 224,80       

010-10182-01 753759074326 200/50KHz, bronze, thru-hull, temp 301,94       

010-10183-01 753759044657
200/50KH
z, 
15/45deg

455,14       

010-10193-02 753759079703 200/50KHz, 12/45deg, bronze, thru-hull/long stem (replaces 010-10193-01) 553,55       

010-10194-00 753759009489 200/50KHz, 12/45deg, plastic, thru-hull mount, depth 124,95       

010-10194-01 753759074319 200/50KHz, plastic, thru-hull, temp 124,95       

010-10451-00 753759043209 200/50KHz, 6/19deg, 1KW, bronze, thru-hull mount, depth, temp, w/ fairing 1.722,19    

010-10642-00 753759050054
200/50 
Khz 5/17

4.025,98    

010-10982-00 753759073244 200/50KHz, Tilted bronze, thru-hull, 20deg, B60 369,05       

010-10982-01 753759073251 200/50KHz, Tilted bronze thru-hull,12degree,B60 369,05       

010-11010-00 753759075484 200/50KHz, 1kW Tilted bronze, thru-hull, 20º, B164 1.565,66    

010-11010-01 753759075491 200/50KHz, 1kW Tilted bronze, thru-hull, 12º, B164 1.565,66    
-

Transom -             

010-10192-01 753759044565 200/50KHz, 12/45deg, plastic, transom mount, depth, temp, speed 211,04       

010-10272-00 753759028206 200/50KHz, 10/40deg, plastic, transom mount, depth, temp 30 86,51         
-

In-hull -             

010-10327-00 753759035495 200/50KHz, 12/45deg, plastic, adjustable, in-hull mount transducer 147,62       

010-10445-00 753759043193 200/50KHz, 6/19deg, 1KW, In-hull, depth, temp, incl. mounting tank 1.599,20    

010-10643-00 753759050061
200/50kH
z, 5/17 
degree

4.562,79    

 PRICE LIST

Transducers

Description 
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Part Number  UPC 
Units per 

case 

 PRICE LIST

Transducers

Description 

-             

Accessories -             

010-10717-00 753759052713 Adapter/Temperature Sensor 80,51         

010-10251-00 753759023744
Trolling 
motor 
transducer

12,49         

010-10253-00 753759023768
Suction 
cup 
mounting

10,92         

010-10279-01 753759028190
Speed 
Sensor (Y

93,92         

010-10365-00 753759036140 Plastic, thru-hull mount, temp & speed sensor w/ Y connector for depth xdcr 201,29       

010-10715-00 753759052737 10 ft. Extension cable for transducers, w/ ID 62,47         

010-10716-00 753759052720 20 ft. Extension cable for transducers, w/ ID 85,97         

010-10742-00 753759054342 CAN Kit, includes 40ft cable, splice and terminators 51,14         

-             

tive Transducers -             

MI 10 and network-capable plotters -             

Single Freqency -             

Thru-hull -             

010-00701-00 753759076092 NMEA 2000, Thru-hull,  0-12° deadrise 24 318,68       

010-00701-01 753759076108 NMEA 2000, Thru-hull,  13-24° deadrise 24 318,68       

010-00702-00 753759076115 NMEA 0183, Thru-hull,  0-12° deadrise 24 318,68       

010-00702-01 753759076122 NMEA 0183, Thru-hull, 13-24° deadrise 24 318,68       

010-11051-00 753759079208 NMEA 2000, DST800 Thru-hull, Plastic: Depth, Temp, Speed 503,24       

010-11051-10 753759079215 NMEA 0183, DST800 Thru-hull, Plastic: Depth, Temp, Speed 503,24       

010-11105-00 753759079239 NMEA 2000, DT800 Thru-hull, 20deg tilt 528,39       

010-11105-01 753759079314
NMEA 
2000

528,39       
-

Transom -             

010-00703-00 753759076139 NMEA 2000, Transom mount 24 318,68       

010-00704-00 753759076146 NMEA 0183, Transom mount 24 318,68       

010-11050-00 753759079185 NMEA 2000, P39 Transom: Depth, Temp, Speed 503,24       

010-11050-10 753759079192 NMEA 0183, P39 Transom: Depth, Temp, Speed 503,24       

010-11050-20 753759079222 NMEA 2000, P39 Transom: Depth, Temp 503,24       

Please see NMEA & Network Accessories tab for a complete list of Marine Networking accessories
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When interfacing this three-axis compass heading sensor to Garmin's marine lineup of MFDs and radars, mariners can expect
unparalleled radar overlay performance and accuracy along with excellent MARPA capabilities.  This heading sensor uses rate gyros
in all three axes so it can maintain an exception 2° heading accuracy under heavy dynamic conditions, with up to 30° of pitch and
roll.  In addtion, it supports either NMEA 0183 or NMEA 2000 data output to fit in any installation.
Installation is a snap thanks to the heading sensor's innovative design which allows it to mount to any angled bulkhead.  Mariners can 
expect this heading sensor to provide trouble-free service in the harshest conditions and will learn to appreciate its reliability and 
excellent performance.

• Three-axis solid-state compass, accelerometer, and rate gyros • Auto calibration feature
• Temperature compensated to ensure optimum accuracy • Waterproof housing (IPX6)

Part Number UPC Description
Units per 

Case

010-11417-00 753759099220 Marine heading sensor 6 € 1.287,90

010-11418-00 753759099237 Marine heading sensor cable, NMEA 0183, 10m 156,54           

010-11419-00 753759099244 Marine heading sensor cable, NMEA 2000, 6m 156,54           

GPS 17x NMEA 2000 & HVS

• WAAS-capable, high sensitivity GPS receiver
• Easy to mount, with connector on bottom housing

Part Number  UPC 

010-00694-10 753759075637
GPS 17x 
NMEA 
2000

318,68        

010-00694-00 753759075620
GPS 17x 
HVS 
(Includes:

251,63        

-            
Accessories -              

010-11076-00 753759078102 NMEA 2000 backbone cable (2m) 30,76          
010-11076-01 753759078119 NMEA 2000 backbone cable (6m) 36,91          
010-11076-02 753759078126 NMEA 2000 backbone cable (10m) 43,08          
010-11085-00 753759078218 NMEA 0183 power/data cable 60,38          
010-11082-00 753759078188 Pole mount 11,07          
010-11083-00 753759078195 Surface mount 11,07          
010-11084-00 753759078201 Under deck mount 11,07          
010-11078-00 753759078140 NMEA 2000 tee contector 24,59          
010-11080-00 753759078164 NMEA 2000 terminator, male 12,31          
010-11081-00 753759078171 NMEA 2000 terminator, female 12,31          
010-11096-00 753759078430 NMEA 2000 in-line terminator 19,01          

HOMEPORT TM

Marine Trip Planning Software

Part Number  UPC 

010-11423-00 753759099008 Homeport - Marine Trip Planning Software (microSD/SD) 42,81          

Description 

*HomePort is compatible with BlueChart, BlueChart g2 and BlueChart g2 Vision navigation charts. It is currently only compatible with Windows® operating 
systems. HomePort software does not include map data, and is only available in English

Description 

 PRICE LIST

Marine Heading Sensor

Accessories

Product Description

Features
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RETURN POLICY

Returns are permissible under the following conditions: defective material, warranty return, Garmin shipping error 
and Garmin order entry error.  Returns for other than the reasons listed will be reviewed on a case by case basis.  

Proof of retail purchase will be required for product that has not been shipped from Garmin within the past 12 months.  
If approval is granted, returns may be subject to a 15% restocking charge.  All returns must be in new, saleable 

condition, complete with all accompanying materials and packaging.  All opened MapSource software is nonrefundable.  
If additional re-pack/refurbishing is required, an additional charge may be assessed.

A Return Materials Authorization ("RMA") number MUST be obtained from Garmin PRIOR to the return of any
material.  The RMA number must appear on the outside of the shipping container and on return paperwork included 

inside the package.  Returned merchandise must be shipped, freight charges prepaid to:

Garmin (Europe) Ltd.
Liberty House

Hounsdown Business Park, Southampton

Service Support: +44-870-850-1242
Returns Department: RMA.Europe@garmin.com
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